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3.2.7 Discoptinuance of Switched Accegy FGD

A Digcontinuance Charge applies if a customer discontinues FGD service provided
at the conversion of an end office to equal access. The Discontinuance Charge
applies to each FGD trunk discontinued with one eXception. When the FED
service is a result of an upgrade from FGB, FGC or SAC Access Service trunks
in service prior to conversion to equal access, the Discontinuance Charge will
only apply to the number of FGD trunks being discontinued that are in excess
of the number of FGB, FGC or SAC Access Service trunks in service prior to
conversion to equal access. However, the customer may still be liable for any
Minimum Period charges in 3.2.5 that may be applicable to the FGB, FGC or SAC
Access Service trunks that were in service prior to conversion. For purposes
of calculating the Discontinuance Charge the Maximum Discontinuance Charge will
be amortized in equal monthly increments (i.e., Maximum Discontinuance Charge
divided by 12) over a 12 month period beginning on the date the end office
converts to equal acgess, The Maximum Discontinuance Charge is equal to the
FGD Maximum Cancellation Charge in 3.2.8. The charge assessed will be the
unamortized portion of the Maximum Discontinuance Charge.

Example:
Month During Which
Sexrvice is Discontinued
After Conversion Date Charge {(Per Trunk Discontinued!
1 $825.21
2 756 .44
3 6R7.68
4 618.91
5 550.14
[ 481.37
7 412.61
3 343.84
9 275.07
10 206.30
1l 137.54
12 68,77
&P 1 199
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FGD Maximum Cancellation Charge, Per Trunk $825.21
3.3 Access Servi Re i vid B re T One Teleph C
{A} Switched or Special Access Services provided by more than one telephone company

are services where one end of the Switched Transport or Special Transport
facility is in the operating territory of one telephone company and the other
end of the facility is in the operating territory of a different telephone
comparly .

The ordering precedure for this service is in (1) and (2). The telephone company
will notify the customer, identifying which ordering procedures will apply.

(1) Single Company Billing

The telephone company receiving the ASR from the customer will arrange
te provide the service and bill the customer as in 2.7(A)(1). The
customer will place the ASR with the telephcene company as follows:

{al For Switched Access Services the customer will place the ASR with
the telephone company in whose territory the following is located:

- FGA - dial teone office
. When the preceding is not in the same telephone company's

territory as the customer designated location (CDL), the customer
must supply a copy of the ASR to the telephone company in whose
territory the CDL is located.
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3. ORDERING QPTIOQWS FQR FIA (Cont'd)

ice Requests F

(A) {Cont'd)
(2) Meet Point Billing

Each telephone company will provide its portion of the Switched Transport
or Special Transport service within its operating territory to the meet
point with the other telephone company(s). The BP will be determined by
the telephone companies involved in providing the FIA service and listed
in the NECA Tariff FCC No. 4. (*)

For all Switched Access Services and all Special Access Services the order
will be placed with the telephone company as spacified in the Qrdering and

Biiling Forum's Multiple Exchange Carrier Ordering and Design (MECOD)
guidelines.

(B} When FGA is ordered in a Multicarrier Access Area, the customer must provide a
copy of the order to all telephone companies providing the service frem the CDL
to the dial tone office.

{*) For IntralATA LEC to LEC traffic, percentages of ownership will be determined by che VaH
coordinaces located in the Missouri PTC Plan IntraLATA Database,

Issued: February 7., 1996 Effective: A%éil 1, 1996
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3.2 (Reserved for Future Use)
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3.5 Switched Minimum Capacity Requi Public Service Commission

3.5.1 When a customer orders Switched Access, it will be provided subject to the
minimum capacity provisions in 3.5.2 through 3.5.5.

3.5.2 There i3 no minimum capacity for Interface Arrangements 1 and 2 in 3.5.5.
However, for Interface Arrangements 3 through 10 the minimum capacity is in
3.5.5. A description of Interface Arrangements is found in 4.2.3(B).

3.5.3 {Reserved for Future Use)

1.5.4 For the purpose of administering the minimum capacity provisions, different
Switched Access feature groups for the same customer may be grouped together
if the facilities provided for all the ccnnections are the same and terminate
in the same facilities terminal in the same Telephone Ccmpany access tandem or
end office.
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95-163
APR 11395
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3.5.5 The following table provides the total capacity of the interface and the thresholds
for minimum ASR requirements.
is required to order sufficient Lines for FGA, and sufficient trunks or BHMCs for
FGB, FGC, FGD and SAC Access Service to satisfy the minimum capacity. When the
customer requests more than one of the same Interface Arrangements, it is required
to meet the total minimum capacity of all such Interface Arrangements.

Interface
Arrangement

O W oD wd W

j

Interface

—tvpe . .

volce Frequency
Voice Freguency
Analog
Analog
Analeg
Digital
Digital

Digital
Digital

Intexrface
—Name _

2-Wire
4-Wire
Group
Supergroup
Mastergroup
DS1

DS1C

DS3
Ds3c

When the customer requests one of the following it

Tatal Minimum
Capacity Capaci
{circuits) {eircuits)
i NB
1 NA
12 2
60 42
500 420
24 17
48 34
872 471
1344 941
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. General Public Service Commigsion

Switched Access provides two-point communications paths between the point of termination
at a CDL and the points of termination at Telephone Company end user premiges within the
Access Area. Each path is esgtahlished through the use of Switched Transport, End Office
Services, and Common Lines or Special Accesa Lines. Switched Access provides for the
ability to originate calls from an end user's premises to the (DL and toc terminate calls
from the CDL tc an end user's premises. Specific descriptions of Switched Access are in
4.2,

Switched Access is ordered in either gquantities of lines, trunks or in Busy Hour Minutes
of Capacity (BHMC). FGA is furnished on a per-line basis, and FGB, FGC, FGD and SAC
Access Service are furnished on a per-trunk basis in accordance with the capacity ordered
in trunks or BHMC.

Quantities of lines, trunks or total BHMC of the circuit group connecting the first point
of switching and the CDL are determined at the Telephone Company's first point of
switching.

A customer may designate one or more CDLs within the LATA for FGA, FGB, FGC, FGD Switched
Access or SAC Access Service, except that in the case of 800 SAC Access Sexvice,
customers may request connections only to suitably equipped end offices and access tandem
offices as discussed in 3.1.1(D).

The following opticn will not be applicable to FGC and FGD. When the £f£irst point of
switching and the COL are in the same Wire Center Area, transport for FGA or FGB Switched
Access Service is rated as set forth in Section 4.2.3. When the Telephone Company's
first point of switching and the CDL are served by different Wire Center Areas for FGA
or FGB Service, but within the same LATA, the customer will be given an option on how the
transport will be rated. In this instance, the customer may copt to have the transport

. rated as Switched Transport from the wire center serving the existing CDL to the end
coffice{s) originating or terminating the traffic, in Secticon 4.2.3(Aa) {1}, or choose to
nave that portion of the transport between the wire center serving the existing CDL and
the selected first point of switching rated as Special Transport. 3y selecting the
Special Transport option, the customer has established a new CDL for Switched Rcocess
rating purposes in the selected Access Area. That Transport between the wire center
gerving the existing CDL and the new (DL is rated as Special Transpert, in Section
5.1.1(B), and Switched Access rates will be applicable from the wire center serving the
new CDL to each end office originating or terminating traffic within the selected FGA or
FGB Access Area. A Special Access Line charge is also applicable where the customer
chooses the Special Transport aption as in 5.1.1{C). Switched Transport and Special
Transport shall not be combined within the same hunt group arrangement. When the
cugtomer requestg to change for rating purpases from one type of transport to another
{e.g., Special to Switched}, the Subsequent Ordering Charge - Switched Access, in
4.6.1(B} or the Subsequent Ordering Charge - Special Acgess in 5.5.1(D) (1) (b} will
apply. The charge for the change depends on the type of transport cption being selacted
by the customer,

when Switched Access is ordered in BHMC, the BHMC must be differentiated by Feature Group
type and directionality of traffic as in 4.3.2 in order for the Telephone Company to
properly design Switched Access to meet the traffie carrying capacity requirements of the
customer.

when a customer plans to use Switched Access in connection with the resale of services
of an IC, the provisions for such Switched Access charges are in Section 12.

switched Access is provided with basic testing as described in 4.2.4(B) Egifgl),
(D} (13}, (E){13), and 4.2.7. Additional testing is provided as desciilb il

Testing is provided only on the FIA supplied by the Telephone Companyg 5 - 1 6 g‘
APR 1 1985
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4. SWITCHED ACCESS (Cont'd) FEB 7 1938
4.1 General (Cent'd)

.2

. . MISSQUEL
Shared use between Switched Access and Special Access over h{ghﬁﬂ%wm%mmmion

degscribed in 5.6.7.

Switched Accesas may he ordered by the customer for mixed intrastate and interstate
communications as in 4.3.2 and 4.3.3.

Descri ion witch Ac

4.2.1 Types of Feature Groupg

The Telephone Company, under the ordering provisions in Section 3, at rates and
charges as specified in 4.6, will provide Switched dccess ag follows:

A) Feature Gyoup A {USOC - QHY; QHX)

Feature Group A {FGA), which is available to all customers, provides
line-side access to Telephone Company end office switches with an end user
access code of WXX-XXXX for the customer's us2 in originating and
terminating communications. FGA is available as Message
Telecommunications Service-type or Wide Area Telecommunications
Service-type (MIS/WATS-typel access or as Foreign Central 0ffice/Off
Network Access Line (FCO/CONAL) open end access, for customer provided
intrastate communications capability or connection to an interexchange
incrastate service. A more detailed description of FGA is in 4.2.4(B).

B Feature Group B (USOC - OHB)

Feature Group B (FGB}, which is avallable to all customers, provides
trunk-side access to Telephone Company end office switches with an
associated uniform 950-1XXX or 950-0XXX access code for originating and
terminating communicatiens for customer provided intrastate communications
capability or connecticn to an interexchange intrastate service. A more
detailed description of FGB is in 4.2.4(C).

GFYLEP, -
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4.2.2 Types of Feature Groupg (Cont'd)
(c) Featurg Group C (USOC - QHC)

(D)

(E)

4.2.2

Feature Group C (FGC) provides trunk-side access to Telephone Company end
office switches for providers of MTS and WATS for originating and
rerminating communications. FGC is available in all end offices which
are not equipped for FGD End Office Services. A more detailed
degeription of FGC is in 4.2.4(D).

Feagure Group D {(USOC - OHD)

Feature Group D {(FGD), which is available tc all customers, provides
trunk-side access to Telephone Company end office switches with an
asscciated 10XXX access code for providers of MTS/WATS and MTS/WATS-type
services for originating and terminating communications for customer
provided intrastate communications capability or connections to an
interexchange intrastate service. A more detailed description of FGD is
in 4.2.4(E).

SAC Agcsggs Service

Service Access Code (SAC) Access Service is an originating service that
is provided wvia SAC Access Service switched trunk groups, or may be
provided in conjunction with FGC or FGD. When a 1+800-NXX-XXXX call is
originated by an end user for 800 SAC Access Sexrvice, the 800 Customer
Identification Function as described in 4.2.11 determines the customer
to which the 800 call is routed. When a 1+%00-XXX-XXXX call is
originated by an end user for 900 SAC Access Service, the 900 Customer
Identification Function, as described in 4.2.12, determines the customer
to which the call is to be routed based cn the 900 NXX code dialed. A
more detailed description of SAC Access Service is in 4.2.4(F).

{Reserved for Future Use)

FLLED
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(&) Genexal
{1) Switched Transport provides the transmission of Switched Access

communications including SAC Access Service, between the CDL and
the originating oxr terminating end office switch{es) in the Access
Area with one exception. Switched Transport associated with FGA
1+ terminating traffic provides for the transmission of Switched
Access outside the Access Area, however within the LATA. Switched
Transport is made up of two rate elements which are the Switched
Transport Facility rare and the Switched Transpert Terminatien
rate.

The Switched Transport Facility rate provides for the transmission
path and for thar portion of Switched Transport which extends
beyend the Telephone Company end office/access tandem and includes
both the physical outside plant facilities and necessary
transmission equipment (repeaters, etc.) including that which may
be found at intermediate offices. The Switched Transport Facility
rate is both usage and distance sensitive.

The Switched Transport Termination rate provides for the
communications transmission path at the Telephone Company
Switching Cffice and includes the Wire Center Switching and
circuit equipment (a.g., signaling, transmission devices, padding,

carrier channels, trunk ports, etc.}, used in conjunction with
Switched Transport Facility as described above. The Switched
Transport Termination rate is usage sensitive.

The application of the Switched Transport rates and the
determination of the mileage measurement for Switched Transport
Facility is in 4.5.2{Q4)(2).

(2} Switched Transpert is a two-way voice frequency transmission path
composed of facilities determined by the Telephone Cempany. The
twa-way voice frequency path permits the transport of calls in the
originating direction (from the end office switch to the CDL), and
in the terminating direction (from the (DL to the end office
switch), but not simultaneously. The veice frequency transmission
path may be comprised of any Form or configuraticen of plant
capable of and typically used in the telecommunications industry
for the transmission of the human veoice and associated telephone
signals within the frequency bandwidth of approximately 300 to
3000 H=z.

The Telephone Company will work cocperatively with the customer
in determining (1) whether the first point of switching will ke
an end office switch or an access tandem switch, and (2) the
directionality of the service.

{3) {Reserved for Future Use)
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4 The numker of Switched Transport transmission paths provided between an end office switch
and the first point of switching are determined by the Telephope Company using standard
eraffic engineering methods. ThRe number of Switched Transport transmission pathg
provided between the first point of switching and the CDL is determined:

(a) by the cugtomer, when ordering FGA, based on the number of lines orderad, or;

() by the Telephone Company, when the customer grders FGR, FGC, FGD or SAC Access
Service. If ordered in trunks, the customer may determine the number of trunks.
If ordered in BHMC, the Telephone Company will determine the number of trunks,
using standard ctraffic engineering methods.

Intezface Arzangementy

The Interface Arrangement provides the incerface becween the Telephone Company previded Switched
Access and customer provided facilities at the poinr of termipation at the CDL,

Switched Access is provided in a number of separate Interface Arrangements.
Arrangement provides a spacified racilicy interface le.g., twa-wire,
High Capacicy Analog or Digital Interfaca Arrangement, as listed following, is subject to che '
minimum capacity requirements when ordered as in 3.5.5. Provigion of the Interface Arrangements .
and any Optional Arrangemencs may regquire placement of Telephone Company eguipment [a.g.,

supervisory signaling equipment as described in 4.2.3(C) {4){a)) on the customar's premises.

Eagh Interface
tour-wize, DS1, etc.). Bagh

Where transmigsion facilities permic, the individual tryansmission paths between the paint of
cexmination and the first point of switghing may, at the option of the cusStemer, be provided with
Optional Arrangemancs as in (C).

The following Standard Interface Arrangements (IA) are available:
—_—A

Tun-WAire VP
Pour-Wire VF
Group Analog
Supergroup Analog
Magrargroup Analog
DS1 rigital

DS1C Digital

DS3 Digital

DS3C Digital
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Description of Swifched Access (Cent'd) .

4.2.3

Description of Switched Trapsport (Cont'd) MISSCOURI

(B)

Public Service Commission
Interface Arrangemepts (Cont'd)

The number of Interface Arrangements provided is determined by the
Telephone Company based on the number of FGA lines or the number of
transmission paths required to meet the total trunks or BHMC ordered for
FGB, FGC and FGD, and the type of Interface Arrangement ordered.

{1} =W Vai F & m

{a) The Two-Wire Voice Frequency Interface Arrangement, except
as in (b}, provides two-wire wvoice fredquency transmigsion
at the point of termination at the CDL. The interface is
capable of transmission signals within the frequency
bandwidth of approximately 300 tec 3000 Hz.

(b} The Two-Wire interface is not provided in association with
FGC and FGD when the first point of switching is an access
tandem. In addition, the two-wire interface is not
provided in asscciation with FGB when the first point of
switching is an access tandem where Cwo-wire terminations
are not provided.

(<) The transmission path between the point of termination at
the CDbL and the first point of switching may be compriged
of any form or configuration of plant capable of and
typically used in the telecommunications industry for the
transmission of the human wvoice and associated telephone
signals within the frequency bandwidth of 300 to 3000 Hz.

{d} The Two-Wire interface is provided with loop supervisory
signaling. When the interface is associated with FGA, such
signaling may be loop start or ground start. when the
interface is associated with FGB, PFGC, and FGD, such
signaliing, except for two-way calling, may be reverse
battery signaling. The interface may, at the option of the
customer, be provided with DX supervisory signaling or E&M
supervisory signaling as in 4.2.3 (C} (4).

{2} ur-Wire Voice en a Arra men

{a) The Four-Wire Voice FPrequency Interface Arrangement
provides four-wire wvoice frequency transmigsion at the
point of termination at the CDL. The interface is capable
of transmissicen of the human voice and associated telephone
signals within the frequency bandwidth of approximately 300
to 3000 Hz.
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FEB 71935
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Public Service Commission

(2) Four-Wire Voice Frequency Interface Arrangement (Cont'd)

{b) The transmission path between the point of termination at
the CDL and the first peint of switching may be comprised of
any form or configuration of plant capable of and typically
used in the telecommunications industry for the transmission
of the human veice and associated telephone signals within
the freguency bandwidth of 300 to 3000 Hz.

(c) The interface is provided with loop supervisory signaling.
When the interface is associated with FGA, such signaling
may be loop start or ground start signaling. When the
interface is assgciated with FGB, FGC, and FGD, such
signaling, except for two-way calling, may be reverse
battery signaling. The interface may, at the epticn of the
customer, be provided with supervisory signaling as in 4.2.2

(C) (4).

{3) e} A e

(a) The Group Analocg Interface Arrangement provides a group
level analog transmissicn at the point of termination at the
CDL subject to the limitations in 3.5. The interface is
capable of transmitting electrical signals between the

frequencies of 60 to 108 kHz,

with the capability to

multiplex up to 12 veoice frequency transmission paths.

Between the first point of switching and the point of
termination at the CDL, the Telephone Company may, at its

optien, provide multiplex

equipment to derive 12

transmission paths of frequency bandwidth of approximately

300 to 3000 Hz.

(b} The interface is provided with individual transmission path

supervisory signaling.
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{a) Y t age 2 o

(a) The Supergroup BAnaleog Interface Arrangement provides
supergroup level analog transmission at the point of
termination at the CDL subject to the limitations in 2.5.
The interface is capable of transmitting electrical signals
between the fregquencies of 312 to 552 kHz, with the
capability to multiplex up to 60 voice frequency
transmissicon paths.

Between the first point of switching and the point of
termination the Telephone Company may, at its option,
provide multiplex equipment to derive 60 transmission paths
of frequency bandwidth of approximately 300 to 3000 Hz to
promote transmission efficiency, if reguired.

(b) The interface is provided with individual transmission path
SF supervisory signaling.

(5) Ma 1§ o) a angem

mastergroup level analog transmission at the point of
termination at the CDL subject to the limitations in 3.5.
The interface is capable of tramsmitting electrical signals
between the frequencies of 564 to 3084 kHz, with the
capability to multiplex wup to 600 wvolce frequency
transmission paths.

. (a} The Mastergroup Analog Interface Arrangement provides

Between the first point of switching and the point of
termination at the CDL, the Telephone Company may, at its
gptian, provide multiplex equipment to derive &30
transmission paths of frequency bandwidth of approximately
300 te 3000 Hz to promote transmission efficiency, if
required.

() The interface is provided with individual transmission path
SF supervisory signaling.
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4. SWITCHED ACCESS (Cont'd)
4.2 Degcription of Switched Acgcegs (Cont'd) MiSSOURi
4.2.3  Description of Switched Transport (Cont'd) Public Service Commission

(B) Interface Apraggementg (Cont'd)
(&) PSi Digital Interface Arrangement

{a)

(b)

The DS1 Digital Interface Arrangement provides DS1 level
digital transmission at the point of terminatien at the CDL
subject to the limitaticns in 3.5. The interface is capable
of transmitting electrical signals at 1.544 Mbps, with the
capability to multiplex up to 24 voice frequency
transmission paths.

Between the first point of switching and the point of
termination at the CDL, when analog switching utilizing
analog terminations is provided, the Telephone Company may,
ar its option, provide multiplex equipment to derive 24
transmission paths of frequency bandwidth of approximately
300 to 3000 Hz. When digital switching or analeg switching
with digital carrier terminations is provided, the Telephone
Company will provide, at the first point of switching, DS1
signals in D4 or D3 format.

The interface is provided with individual transmission path
bit stream supervisery signaling.

{7} DS1C Digital er A en

(a}

(b}

The DSLC Digital Interface Arrangement provides a DS1C level
digital transmission at the point of termination at the CDL
subject to the limitations in 3.5. The interface is capable
¢f transmitting electrical signals at 3.152 Mbps, with the
capability to multiplex up to 48 voice fregquency
transmission paths.

Between the first point of switching and the point of
terminaticn, when analog switching utilizing analeg
terminations is provided, the Telephone Company wmay, at its
cption, provide multiplex equipment to derive up to 48 voice
frequency transmission paths of frequency bandwidth of
approximately 300 to 3000 Hz. When digital switching or
analeg switching with digital carrier terminations is
provided, the Telephone Company will provide, at the first
point of switching, DS1 signals in D4 or D3 format.

The interface is provided with individual transmission path
bit stream supervisory signaling.
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4.2 Description of Switched Access (Cont'd)
4.2.3 Descripti hed Transport (Cont'd) P b; SMibSOURg
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(B) Interface Arrapgements (Cont'd)
DS2 Digital Interface Arrangement
The Telephone Company currently does not offer the DS2 interface.
DS3 Digital Interface Arrangement
(a) The DS3 Digital Interface Arrangement provides a DS3 level
digital transmission at the peoint of termination at the CDL
subject to the limitations in 3.5. The interface is capable
of transmitting electrical signals at 44.736 Mbps, with the
capability to multiplex up to 672 voice frequency
transmission paths.
Between the first point of switching and the point of
termination at the CDL, when analog switching utilizing
analog terminations is provided, the Telephone Company may,
at its option, provide multiplex equipment to derive up to
672 voice frequency transmission paths of frequency bandwidth
of approximately 300 to 3000 Hz. When digital switching or
analog switching with digital carrier terminations is
provided, the Telephone Company will provide, at the first
point of switching, DS1 signals in D4 or D3 format.
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Degcription of Switched Access (Cont'd)

4.2.3

(B)

Interface Arrangements (Cont'd)

Desgcxiption of Switched Transport {Cont'd) MibSOU

Ri
Public Sevice Commission

DS3 Digital Interface Arrangement (Cont'd)

(b} The interface is provided with individual transmission path
bit stream supervisory signaling.

{c) To insure compatibility of transmission, the utilization of
the same manufacturer's equipment (end-to-end) may be
regquired. The Telephene Company reserves the right to
choose this equipment.

DS3c Digital Inte Arrangem

{a) The DS3C Digital Interface Arrangement provides a DS3C
level digital transmission at the point of termination at
the CDL subject to the limitations in 3.5. The interface is
capable of transmitting electrical signals at 89.472 Mbps,
with the capability to multiplex up to 1344 voice fregquency
transmission paths.

Between the first point of switching and the peint of
termination at the (DL, when analog switching utilizing
analog terminaticns is provided, the Telephone Company may,
at its option, provide multiplex equipment to derive up to
1344 voice frequency transmission paths of frequency
bandwidth of approximately 300 to 3600 Hz. When digital
switching or analog switching with digital carrier
terminations is provided, the Telephone Company will
provide, at the first point of switching, DS1 signals in D4
or B3 format.

(b} The interface is provided with individual transmission path
bit stream supervisory signaling,

[=3) To insure compatibility of transmission, the utilization of
the same manufacturer's equipment (end-tc-end) may be
required. The Telephone Company reserves the right to
choose this equipment.
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{Cont'd)
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FEB 7133
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Optional Arran n

Switched Transport facilities will be engineered and routed based
on  standard engineering methods, available facilities and
equipment, and the Telephone Company traffic routing plans. The
Telephone Company will work cooperatively with customers in
providing design and traffic routing information. If the customer
is provided with FGB, FGC, FGD, or SAC Access Service and desires
Provision of Other Than Telephone Company Selected Traffic Reuting,
it may specify the desired routing at rates and charges to be
developed on an Individual Case Basis.

{Reserved for Future Use)
(Reserved for Future Use}

The Telephone Company will provide OCptional Arrangements in
association with the Interface Arrangements listed in 4.2.3(B) (1}
and (2}. The provision of such Optional Arrangements may reguire
placement of Telephone Company equipment on the customer's
premises. These Optional Arrangements are nonchargeable.

Supervisory Sienaling

A supervisory signaling capability is provided for each
Interface Arrangement as listed in 4.2.3 (B} {1} and ({(2}.
Where the transmission parameters permit and where gignaling
conversion is reguired by the customer to meet his signaling
capability, the customer may oxder a supervisory signaling
arrangement for each transmission path provided as follows:

For Interface Arrangements (1) and (2)
DX Supervisocory Signaling arrangement, or
E&M Type I Supervisory Signaling arrangement, or
E&M Type II Supervisory Signaling arrangement.

For Interface Arrangement {2}

8F Supervisory Signaling arrangement, or
E&M Type III Supervisory Signaling arrangement.

These optional supervisory signaling arrangements are

unavailable in conjunction with Signaling System 7 (S57) Cut
of Band Signaling as described in 4.2.5(a) (A).
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4. SWITCHED ACCESS (Cont'd) F— - ~
£B 71993
4.2 Degscription of Switched Accegs (Cont'd)
Ha
4.2.4 Description of End office Seyrvices (=) . MI&SOURE .
ubtic Service Commission
[¢:8] General

(1} End Office Bervices provide the end user termination functions and

end office switching necessary to complete the transmission of
Switched Access communications to and from the end users served by
the end office. Standard Arrangements for End Office Services
include the End Office Switching Rate Element. End Office Services
Optional Arrangements are available as defined in 4.2.5.

End Office Services are provided in association with Switched
Transport when ordered as in Section 3. End Office Services will
be provided as one of the following types: Feature Group A (FGA},
Feature Group B (FGB), Feature Group C (FGC), Feature Group D
(FGD), and SAC Access Service.

The number of End Office Service transmission paths and line
terminations provided will be determined by the Telephone Company
based on standard traffic engineering metheds.

(2) (Reserved for Future Use)
(3} End Office Switching provides the following:
{a) The facilities to terminate end user Common Lines in end
cffice switches or Special Access Lines in WATS Serving
Offices.

{(b) The end office switching functiong necessary tc complete a
Switched Access Communication te or from end user Common
Lines or Special Access Lines served by the end office.

{¢) The termination of a call at a Telephone Company intercept
operator or recording. The operator or recording tells a
caller why a call, as dialed, cculd not be completed, and if
possible, provides the correct number.

End Cffice Switching is divided into two categories; End Cffice
Switching 1 (BOSL} and End Office Switching 2 (ECS2). Application
of the charges is in 4.5.2(N) (5) and the rates for End Office
Switching are in 4.6.3(C}.

End Office Switching is not provided in conjunction with switched
access minutes of use that originate or terminate at a Mobile
Telephone Switching Office (MTSO) directly interconnected to a
Telephone Company access tandem office.
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4.2.4 Descripticn of End Office Services (Cont'd) M!SSOUHE
Public Service Commission

4. SWITCHED ACCESS {(Cont'd)
4.2 Degeription of Switched Access (Cont'd)

(B} FGA

(1) FGA i3 provided at all Telephone Company end office switches and
switches customer communications te and from Common Lines, or Special
Access Lines, as in 4.2.1(A}.

FGA utilizes a two-point electrical communications path between the
Interface Arrangement and the Commen Line or Special Access Line
which is a voice grade transmission path comprised of any form or
configuration of plant capable of, and typicaily used in the
telecommunications industry for, the transmission of the human voice
and associated telephone signals within the frequency bandwidth of
approximately 300 to 3000 Hz.

(2} FGA is provided as line-side switching through end office switch line
equipment. Line-side switching may, at the option of the customer,
be provided with ground start supervisory signaling or loop start
gupervisory signaling.

(3} The customer shall select the first point of switching, within the
selected FGA Access Area.

{4) FGA is arranged for originating calling only, terminating calling
only or two-way calling. The Telephone Company will determine the
type of calling to be provided unless the customer requests the
option, Customer Specification of Switched Access Directicnality as
described in 4.2.5(H). For such specification, additicnal charges
on an Individual Case Basis will apply if the calling arrangements
are different than that the Telephone Company would have provided
without such special arrangements. Criginating calling permits the
origination of calls from the end user to the CDL. Terminating
calling permits the termination of calls from the CDL to the end
user, Two-way calling permits either the origination or termination
of ealls, but not simultanecusly.

{5) FGA, when being used in the terminating direction, is arranged with
dial tone start-dial signaling and dial pulse address signaling.
FGA, when being used in the terminating direction, way, at the option
of the customer, be arranged for Pual- Tone Multifrequency (DTMF}
address signaling, subject to availability of equipment in the end
office from which FGA is provided. wWhen FGA is provided in a Hunt
Group Arrangement or Uniferm Call Digtribution Arrangement, all FGA
will be arranged for the same type of signaling.
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l 4. WI D _ACCE {Cont'a}

4.2 Description of Switched Access {(Cont'd)
4.2.4 Description of Epd Orffice Sexvices (Cont’'d) . MiSSOURi .
Public Service Commission
(B) FGA (Cont'd)
{5} (Cont'd}

No address signaling is provided by the Telephone Company when FGA is used
in the originating direction. Address signaling in such cases, if required
by the customer, must be provided by the end user using inband tone
gignaling techniquee. Such inband tone address signals will be subject to
the ordinary transmission capabilities of the Switched Transport provided.

(6} FGA, when used in the terminating direction, may be used to access valid
NXXs in the FGA Access Area. For FGA, the Access hrea is defined as the
local calling area of the end office switch from which the FGA is provided.
The descripticn of any specific FPSA Access Area will be provided to the
customer upon request. Access is also provided for Extended FGA terminating
calls established oo a 1+ basis {i.e., toll) outside the specific FGA Access
Area (i.e., local calling area) however inside the LATA. When a FGA
customer chooses to terminate toll calls outside the LATA wvia an
Interexchange Carrier's Service li.e., no screening or blocking performed
by customer}), the rates and charges im 4.5.2(N} (3) (b} apply. The Telephone
Company may, at the customer's request, and depending on the technical
capabilities, screen and block such interLATA calls. Access is also
provided to local operator service (0- and 0+), directory assistance (411
and 555-1212), emergency reporting service (911), local telephene repair
(611), information services {(e.g., time and temperature) and IC services (by
dialing the appropriate digits). The customer will be billed for an
operator surcharge as in the Telephone Company General and Local Tariffs,
for local operator assistance (0-} calls; certain communiey information
service calls; directory assistance {411 and 555-1212) calls; and customer
call charges in accordance with other IC rarifts in force when the Telephone
Company performs the billing for such customer calls.

Access to these services may, at the option of the customer, be blocked when
the Call Denial on Line or Hunt Sroup three digit or six digit dial code
screening arrangements are provided, subject te the availability of the
equipment in the end ocffice from which FGA is provided. Call Denial on Line
or Hunt droup is an arrangement which will screen terminating calls except
calls to 411, 611, 911, 800, 555-1212, and a set of NXXEs selected by the
customer, in cocperation with the Telephone Company for each end office
switch and route all cther calls to recrder tone or recorded anncuncement.

N Three digit dial code screening is an arrangement which will screen
terminating calls and allow completion of calls to gne or more specific NXXs
{or all NXXs) within the Home NPA, or calls to one, two, or three digit
service codes (e.g., 0, 411) and rouce all eothers to reorder tone or
recorded announcement.

$ix digit dial code screening is an arrangement which will screen Access
Area terminating calls and allow completion of calls to selected NXXs within

foreign NPAs and route all other calls in the foreign NPA to reorder tone
or recorded announcement.
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.2 Description of Switched Access (Cont'd)

Description of End Office Services (Cont'd) B‘ﬁiSSOURE .
Public Service Commission

{B)

FGA (Cont'd}

(7}

(8)

(9}

{10}

{11}

(12)

(Reserved for Future Use)

FGA is provided on a single line basis. FGA may, at the option of
the customer, be provided in a Bunt Group Arrangement or a Uniform
Call Distribution Arrangement., When FGA is provided with these
arrangements, the FGA may also, at the option of the customer, be
provided with a Nonhunting Number Arrangement. The Uniform Call
Digtribution Arrangement and the Nonhunting Number Arrangement are
only available from certain Telephone Company end office switches.
All FGA in & Hunt Group Arrangement or Uniform Call Distribution
Arrangement with the Nonhunting Number Arrangement will bhe
similarly arranged.

A seven digit telephone number assigned by the Telephone Company
is provided for access to FGA in the originating direction. The
seven digit local telephone number will be asgociated with the
selected end office switch and is of the form NXX-XXXX. If the
customer requests a specific seven digit telephone number that is
not currently assigned and the Telephone Company can, with
reasonable effort, comply with that request, the requested number
will be assigned to the customer.

FGA is provided with basic testing at no additional charge. Basic
tests include: Joss, 3 tone slope, {C-message and C-notched), dc
continuity and when applicable operational signaling.

{a) Where Telephone Company equipment is available a seven digit
access number will be provided to the customer for testing in
the terminating direction. These access numbers shall
include: balance (100 type) test line, and milliwatt (102
type) test line.

Additional testing will apply as in 6.6 when: (a) the customer
requests a test not specified in the preceding; (b} the test
requested is not essential te the ongeing maintenance of FGA; or
{c) the customer requests testing on a more frequent basis than
scheduled for in the Telephone Company's Central Office Maintenance
Planning System (COMPS). The Telephone Company will routinely
perform maintenance testing from the dial tone end office to the
customer's first point of switching.

(Reserved for Future Use)

When all FGA for an individual customer (a single line or entire
hunt group) is discentinued at an end office, a regular number
intercept announcement is provided. This arrangement provides, for
a limited period of time, an announcement that the gervice
associated with the number dialed has been disconnected.
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(B} Foa (Cont'd)

{13) FGA is provided with either Type B or Type C transmission
performance. The parameters associated with these performances are
guaranteed to the first point of switching. Type C transmission
performance is provided with Interface Arrangement 1 and Type B is
provided with Interface Arrangements 2 through 10. In addition,
Data Transmission Parameters may, at the option of the customer,

be provided with FGA.
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{c) EGB

FEB 71395

MISSOUR!
Public Service Comm

ission

(1) FGB, when provided without the use of an access tandem switch (in

a directly routed arrangement},

iz provided at all Telephone

Company appropriately equipped electronic end office switches.

When provided wvia Telephone

electronic access tandem switches,

Company appropriately equipped
FGB End Office Services are

provided at all Telephone Company subtending end office switches
in the terminating direction and at appropriately equipped end
cffices in the originating direction utilizing the end user access
code of 950-1/0X¥X. For those subtending end offices that are not
appropriately equipped, access in the originating direction is
available by the end user access code of 1+950-1/0XXX.

FGB utilizes a two-point electrical communications path between the
Interface Arrangement and Common Line or a Special Access Line, as
in 4.2.1(B), which is a voice grade transmissicn path comprised of
any form or configuration of plant capable of, and typically used
in the telecommunications industry for, the transmission of
human voice and associated telephone signals within the frequency
bandwidth of approximately 300 to 3000 Hz.

the

(2} FGB is provided as trunk-side switching through the use of end

office switch trunk equipment.

The switch trunk equipment is

provided with wink start pulsing and answer and discennect

supervisory signaling.

(3) The Telephone Company will select the trunking arrangement from the
end office, within the selected Access Area from which FGB is to

be provided. If the customer orders

an Automatic Number

Identification {(ANI) Arrangement or Rotary Dial Station $ignaling,
where available, special routing and trunking arrangements may be

required.

{4) FGB is arranged for either originating, terminating, or two-way

calling based on the trunks or BHMC ordered.

The Telephone Company

will determine the type of directional calling to be provided
unless the customer requests the option, Customer Specification of

Switched Access Directionality as described in 4.2.5(H).

For such

specification, additional charges on an Individual Case Basis will
apply if the calling arrangements are different from that the
Telephone Company would have provided without such special
arrangements. Qriginating calling permits the origination of calls

from the end user to the CDL.

Terminating calling permits the

termination of calls from the CDL to the end user, Two-way calling

permits either the origination or termination of calls, but not

simultaneously.
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{5) FGB, when being used in the terminating and originating direction,
is provided with multifrequency address signaling. At the option
of the customer, up te 7 Digits Cutpulsing of Access Digits to the
customer will be provided in the originating direction by the
Telephone Company equipment to the CDL where the FGB terminates,
Except for FGB provided with the ANI arrangement or Rotary Dial
Station Signaling ag in 4.2.5{M}), any other address signaling in
the originating direction, if required by the customer, must be
provided by the end user using inband tone signaling techniques.
Such inband tone addresas signals will not be regenerated by the
Telephone Company and will be subject te the ordinary transmission
capabilities of the Switched Transport provided.

(8) FGB, when being used in the terminating direction, may be used to
access valid NXXs in the FGB Access Area. If the FGB connection
is made directly te an end office the Access Area is that of that
end office only. If the FGB connection is made to an access tandem
the Access Area is that of all end coffices subtending that access
tandem. The description of any FGB Access Area will be provided
to the customer upon request. Access is also available to

R information services (e.g., time and temperature)} and IC services

by dialing the appropriate digits and other services when those

. services can be reached using valid NXX codes. FGE, in the
terminating direction, may not be (1) switched to access another

Feature Group B, C, or D in the same LATA and (2) used to terminate

originating FGC or FGD calls. When a customer subscribes to both

FGB and FGD at ar equal access end office, all such FGB and FGD

usage terminating to that end office will ba subject to end office

switching rates as set forth in 4.5.2(N) (5} and 4.6.3(C} feollowing.

{7) A sgeparate trunk group will be established based on the
directionality (i.e., origipating only, terminating only, or
two-way traffie¢) of the FGB arrangement provided.

(8) The access code for FGB is a uniform access code in the form of
950-1XX or 950-0XXX. For end cffices not appropriately equipped
an IL may instruct their end users to access the FGB by dialing
1+950-1/0XXX.

(9) FGE may, at the option of the customer, ke arranged to provide an
ANI arrangement to obtain the calling station billing numbers. ANT
is not available if the FGB cconnecticn is at an access tandem. ‘The
ANI arrangement provides seven digit calling station billing number
information to the CDL, In these situations where no billing
number is available in the end office switch, as with 4/8 party
service, no seven digit number will be provided and an "operator
identificaticn® information digit will be provided.

In those cases where an ANI failure has occurred in the end office
switch, no seven digit number will be provided and an
"identification failure® information digit will be pro

will be available using multifregquency signaling prov1 EE
Telephone Company.

. Issued: February 7, 1996 Effective: April 1, 1996

d E‘;: b5 2}
T beesiaent ta, PUBLIG SERVICE COMM

Peculiar, Missouri




CASS COUNTY TELEPHONE PSC MO. NO. 2
Original Sheet 89

FACILITIES FCR INTRASTATE ACCESS

4. SWITCHER ACCESS (Cont'd)
FEB 71995
4.2 Deggription of Switched Agcesg (Cont'd)
4.2.4  Description of End Office Jervices (Cont'd) MiSSouUR!
i i mmission
{C)  FGR (Cont'd) Public Sewvice Co
{9} (Cont'd)

Rotary Dial Station Signaling will be made available in certain end
offices using dial repeating equipment provided by the Telephone
Company. The customer must order sSwitched Transport arranged to
pass the dial repeating signals. FGB is provided in directly
routed arrangements where the ANI or Rotary Dial Station Signaling
arrangements are provided.

Only calls from end users terminated on the end office switch will
be provided with the ANI or Rotary Dial Station Signaling
arrangements.

{10} The Telephone Company will determine the end office ANI protocol
for FGBE. The Telephone Company makes no guarantee that ANI will
be available at all end offices which have access to FGB.

(t1} FGB is provided with basic testing at no additional charge. Basic
tests include: loss, 3 tone slope, (C-message and C-notched noise)
and where applicable, dc continuity, signaling and balance testing.

access number will be provided to the custemer for testing in
the terminating direction. These access numbers shall
include: balance (100 type) test line, milliwatt (102 type)
test line, data transmission (107 type) test line, loop
around test line, short circuit test line and open circuit
test line.

(a) Where Telephene Company eguipment is available, a seven digit

(b} Where Telephone Company equipment is availabie and the
customer is equipped with compatible remote office test
lines, FGB will be provided with automatic testing (105 type
or equivalent) in the criginating direction.

Additional testing charges apply as in 6.6 when: (a) the customer
requests a test not specified in the preceding; (b) the tast
requested is not essential to the ongoing maintenance of FGB; or
{(¢) the customer requests testing on a more frequent basis than
scheduled in the Telephone Company‘s Central OCffice Maintenance
Planning System (COMPS). The Telephone Company will routinely
perform maintenance testing from its access tandem or end office
{if direct routed) to the customer's first point of switching.

{12) {Reserved for Future Use}
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4. SWITCHED ACCESS (Cont’'d)

FEB 71995

4.2 Description of Switched Agcegg (Cont'd)
4.2.4 Degcription of End Offjce Serxvices (Cont'd) MiSSQUR;
Pubtic Service Commission
(c) EGB {Cont'd)
(13} When all FGB is discontinued at an end office and/or in an Access

{14}

(15)

Area, a regular number intercept announcement is provided. This
arrangement provides, for a limited period of time, an announcement
that the FGB asscciated with the number dialed has heen
disconnected.

FGB is provided with either Type B or Type ¢ transmission
performance. The parameters associated with these performances are
guaranteed to the end office, when routed directly, or to the first
point of switching, when routed wvia an access tandem. Type €
transmission performance is provided with Interface Arrangement 1
and Type B is provided with Interface Arrangements 2 through 1i0.
In addition, Data Transmission Parameters may, at the option of the
customer, be provided with FGB.

FGB may at the option of the customer and with the concurrence of
the Telephone Company, be provided with Altermate Traffic Routing.
This arrangement, as shown in 4.2.5(a), delivers originating
traffic from an end office over a designated trunk group to the
CDL. When that trunk group is fully loaded, additional originating
traffic is automatically delivered over one or more designated
trunk groups te one or more CDLs.
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4.2 Description of gwitched Agccesg (Cont'd)
4.2.4 i i ; y {Cont 4} M S i
Public Service Commission
{D} FGC
(1} FGC is provided at all Telephone Company end office switches or
Telephone Company designated access tandem switches. FGC is

available at an end office switch unless FGD is provided in the
same office. When FGD is available, FGC will be discontinued as
scon as the conversion to FGD can be arranged.

FGC utilizes a two-point electrical communications path between the
Interface Arrangement and Common Line or Special Access Line which
is a wvoice grade transmission path comprised of any form or
configuration of plant capable of, and typically used in the
telecommunications industry for, the transmission of the human
voice and associated signals within the frequency bandwidth of
approximately 300 to 3000 Hz.

(2) FGC is provided as trunk-side switching through the use of end
office switch trunk equipment. The switch trunk equipment is
provided with answer and disconnect supervisory signaling, Wink
start pulsing signals are provided in all offices where awvailable.
in those offices where wink start pulsing signals are not available,
delay dial start pulsing signals will be provided.

(1) The Telephcne Company will select the trunking arrangement from the
end office within the selected Access Area from which FGC is to be
provided. If the customer orders an ANI arrangement or Service
Class Routing Arrangement, special routing and trunking
arrangements may be reguired.

(4) FGC is arranged for either originating calling only, terminating
calling eonly, or two-way calling based on the trunks or BHMC
ordered. The Telephone Company will dJdetermine the type of
Directional c¢alling to be provided unless the customer rsquests the
option, Customer Specification of Directicnality as desc¢ribed in
4.2.5{H). For such specification, additional charges on an
Individual Case Basis will apply if the trunk group Routing
arrangements are different from that the Telephone Company would
have provided without such special arrangements. Orxiginating
calling permits the crigination of calls from the end user to the
CDL., Terminating calling permits the termination of calls from the
CDL to the end usger. Two-way calling permits either the
origination or terminaticn of calls, but not simultanzcusly.
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{8) FGC is provided with multifrequency address signaling except in
certain electromechanical end office switches where multifrequency
signaling is not available. In such electromechanical end ocffice
switches, the address signaling will be dial pulse or revertive
pulse signaling, whichever is available. Dial pulse address
signaling may, at the opticn of the customer, be provided in lieu
of multifrequency address signaling if such signaling facilities
are available in the end office. Up to twelve digits of the called
party number dialed by the customer's end user will be provided by
Telephone Company equipment to the CDL where the FGC terminates.
Such called party number signals will be subject to the ordinary
transmission capabilities of the Switched Transport provided.

(6) FGC, when being used in the terminating direction, may be used to
access NXXs in the FGC Access Area. If the FGC connection is made
directly te an end office the Access Area is that of that end
office only. If the FGC connection is made to an access tandem the
Access Area is that of all end offices subtending that access
tandem. The description of any FGC Access Area will be provided
to the customer upon request. Access is also available to
Directory Assistance and other services (by dialing the apprepriate

I codes) when the services can be reached using wvalid NXX codes.

(7 A separate trunk group will be established based on the
directionality (i.e., originating only, terminating only, or
two-way traffic) of the FGC arrangement provided.

{8) No access code is required for FGC. In certain locations, due to
Central Office equipment limitations, two or three digit access
codes may be used. The telephone number dialed by AT&TC's end user
shall be a seven or ten digit number for calls in the North
American Numbering Plan (NANP)}. For intermational calls outside the
NANP, a five to twelve digit number may be dialed. The form of the
numbers dialed by AT&TC's end user is NXX-XXXX, C or 1 + NXX-XXXX,
NPA + NYXX-¥XXXX, 0 or 1 + NPA + NAX-XXXX, and, when the
Internaticnal Direct Distance Dialing Arrangement (IDPD) is
provided, 01 + CC + NN or 011 + CC + NN.

§:] FGC may, at the option of the customer, be arranged to provide an
ANI arrangement to obtain the calling station billing number. The
ANI arrangement provides seven digit station billing number
information to the CDL. In those situations where no billing
number is available in the end office switch, as with 4/8 party
service, no seven digit number will be provided and an “ocperator
identification" information digit will be provided.
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(9) {Cont'd)

In those cases where an ANI failure has occurred in the end office
switch, no seven digit number will be provided and an
"identification failure" information digit will be provided. ANI
will be made available using multifrequency signaling provided by
the Telephone Company.

FGC is provided in directly routed arrangements tc the end ocffice
switch where the ANI arrangement is provided. The Telephone Company
will determine the end office ANI protocol for FGC.

Only calls from end users terminated on the end office switch will
be provided with the ANI arrangement. ANI is provided from end
affices for which Telephone Cempany recording for end user billing
is not provided, or where it is not required, as with 800 Service.
It is not provided from end cffices for which the Telephone Company
needs to forward ANI to its receording egquipment.

(10} FPGC may, at the option of the customer, be arranged for
International Direct Distance Dialing (IDDD) arrangement in the
originating direction. The end office switches or access tandem
. switches which are equipped for IDDD will be designated by the
Telephone Company. The CDL must be equipped to receiwve the IDDD
superviscory and address signals and the CDL must provide operator
assistance to the end users if necessary to obtain the IDDD address
signals once the CDL acknowledges it is ready to receive IDDD
address signals.

(11) (Reserved for Future Use)

{12) (Reserved for Future Use)
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(13)

(14}

(15}

{16}

FGC is provided with basic testing at no additicnal charge. Basic
tests include: loss, 31 tone slope, (C-message and C-notched), and
where applicable, signaling and balance testing.

(a) Where Telephone Company equipment is available, a seven
digit access number will be provided to the customer for
testing in the terminating direction. The access number
shall include; balance (100 type) test line, milliwatt (102
type) test line, automatic transmission measuring {105 type)
test 1line, data transmission (107 type) test line,
nensynchronous or synchronous test line, loop around test
line, short circuit test line and open circuit test line.

(b} Where Telephone Company egquipment 1is available and the
customer is equipped with compatible equipment {remote
office test lines and 105 test lines with associated
regponders or their functicnal equivalent), FGC will be
provided with automatic testing.

{c) At the cption of the Telepheone Company, cooperative testing
may be provided in lieu of automatic testing. Cooperative
cesting is where the Telephcone Company provides a technician
at its office(s) and the customer provides a technician at
its CDL, with suitable test equipment to perform the
required tests. The Telephonea Company will routinely
perform maintenance testing from its access tandem or end
office (if direct routed) to the customer's first point of
switching.

Additiconal testing charges will apply as in 6.6 when: {a) the
customer requests a test not specified in the preceding; (b) the
test requested is not essential to the ongoing maintenance of FGC:
or (c) the customer requests testing con a more frequent basis than
scheduled in the Telephone Company's Central Office Maintenance
Planning System (COMPS).

FGC may, at the option of the customer, be provided with Alternate
Traffic Routing. This arrangement, as shown in 4.2.5(A), delivers
originating traffic from an end office over a designated trunk
group to the CDL. When that trunk group is fully Iloaded,
additional originating traffic is automatically delivered over one
or more designated trunk groups te cne or more CDLs.

FGC may, at the option of the customer, be provided with a Service
Class Routing Arrangement. This arrangement allows originating
traffic to be delivered over selected trunk groups to specified CDL
based on service prefix {e.g., 0-, 0+, 1+, 01, 011); service class
codes (e.g., 700, 800, 200); or end user originating line class of
service (e.g., coin, multiparty, hotel/motel).

{Reserved for Future Use) 9 FsgLE .
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{17} FGC may, at the opticn of the customer, be provided with a Trunk
Access Limitation Arrangement in all Telephone Company end offices.
This arrangement provides for the routing of designated (e.g., 900
Service Code) originating calls to a specified number of
transmission paths in a trunk group tc the CDL in order to limit
the amount of such traffic that can be completed.
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(18} FGC is provided with the following features in the originating
direction for operator assistance services. FGC may require the

routing by Service Class Routing Arrangement as in 4.2.4(D) (15).

(a) Oper i -Coj 1A mi T
ompa; i where egquipm i availab - Such
arrangements provide coin return control and routing of 0+,
0-, 01+ and 011+ prefixed originating calls to the CDL. The
operator services system arrangement for receipt of 0+, 0-,
1+, 01+ and 011+ calls may, at the option of the customer, be

provided with the ANI arrangement. The cord board
arrangement for receipt of 0- originating calls is not
provided with ANIL. FGC is provided in a directly routed

arrangement where the Operator Assistance-Cein Control
arrangement is provided. Only calls from coin station lines
terminated on the end coffice switch where the Cperator
Assistance-Coin Control Arrangement is provided will be
provided to the CDL.

(b o) a i -No in A ngem i T [s]
mEa nd offic - Such arrangements provide routing of
0+, 0-, 1+, 01+, and 011+ prefixed criginating c¢alls to the
CDL. This arrangement for receipt of 0+, 0-, 1+, 01+, and

0ll+ originating calls may, at the option of the custamer, be
provided with the ANI arrangement.

The cord board arrangement for receipt of 0- originating
calls is not provided with ANI. FGC is provided in a
directly routed arrangement where the Operator
Assistance-Noncoin Arrangement is provided. Only calls from
end users terminated on the end office switch where the
Operator Assistance-Noncoin Arrangement is provided will be
provided to the CDL.

1e) a r Assistance - C i i ng
h mpa d offi whe i pme
is avajlable - This arrangement provides the combined

features described in {a) and {(b}.

{19} FGC is provided with either Type B or Type ¢ transmissicn
performance as feollows: a) when routed directly to the end cffice,
either Type B or Type C is provided; b) when routed to an access
tandem, only Type B is provided; or c) Type B or Type C is provided
on the transmission path from the access tandem to the end office.
Type C transmission performance is provided with Interface
Arrangement 1 when routed directly to an end office. Type B is
provided with Interface Arrangements 2 through 10 whether routed
directly to an end office or to an access tandem. In addition,
Data Transmission Parameters may, at the optien of the customer,
be previded with FGC. QLE@
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(E) EGD
(1) FGD is provided at Telephone Company appropriately equipped

{2)

(4}

alectronic end office switches.

FGD utilizes a two-point electrical communications path between the
Interface Arrangement and Commen Line,or Special Access Line which
is a voice grade transmiasion path comprised of any form or
configuration of plant capable of, and typically used in the
telecommunications industry for, the transmission of the human
voice and associated telephone signals within the fregquency
bandwidth of approximately 300 to 3000 Hz.

$87 Out of Band Signaling for FGD is provided at suitably equipped
Telephone Company end office or access tandem switches.

FGD is provided as trunk-side switching through the use of end
cffice or access tandem switch trunk equipment. The switch trunk
equipment is provided with answer and disconnect supervisory
signaling and wink start pulsing signals except when 887 Out of
Band Signaling is specified.

The Telephone Company will select the trunking arrangement from the
end office, within the selected Access Area from which FGD is to
be provided. If the customer orders an Automatic Number
Identification (ANI} Axrangement, Alternate Traffic Routing
Arrangement, Service Class Routing Arrangement, Trunk Access
Limitation Arrangement, or Cperator Assistance Full Feature
Arrangement, special routing and trunking arrangements may be
required.

FGD is arranged for either originating calling only, terminating
calling only, or two-way calling and based on the trunks or BHMC
ordered. The Telephone Company will determine the type of
directional calling to be provided unless the customer orders an
Operator Assistance Full Feature Arrangement or regquests the
option, Customer Specification of Switched Access Directicnality
as described in 4.2.5(H). For such arrangements, additional
charges on an Individual Case Basis will apply if the trunking
arrangements are different from that the Telephone Company would
have provided without such special arrangements. Originating
calling permits the origination of calls from the end user to the
CDL. Terminating calling permits the termination of calls from the
CDL. Two-way calling permits either the origination or termination
of calls, but nct simultanecusly.

FGD is provided with multifrequency address signaling or S5S7 Out
of Band Signaling. Up te twelve digits of the called party number
dialed by the end user will be provided by Telephone Company
equipment to the CDL where the FGD terminates. Such address
signals will be subject to the ordinary transmission capabilities
of the Switched Transport provided. FsLEg
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MISSOURI
Public Service Commission

(8) FGD, when being used in the terminating direction, may be used to access
valid ¥XXs in the FGD Access Area. If the FGD connection is made directly
to an end office the Access Area is that of that end office only. If the
FGD connecticn is made te an access tandem, the Access Area is all end
offices subtending that access tandem cthat have FGD capabilities. When the
customer wants access to all end offices subtending that access tandem (both
equal access and non equal access) a single FGD trunk group may be used.
Traffic terminating at a non equal access end office using a FGD trunk group
will be ordersd as FGB or FGC and billed at FGB or FGC rates. Separate
trunk groups for the combined use of FGD and FGB or FGD and FGC are not
required. The descripticn of any FGD Access Area will be provided to the
customer upon request. FGD may also be used in the terminating direction

to access information services {e.g.,

time and ctemperature} and other

services by dialing the appropriate codes when the services can be reached

using valid NXX codes.

{7} A separate trunk group will be established based on directionality (i.e.,

originating only, terminating only,

arrangement provided.

two-way traffic) of the FGD

(8) The accesa code for FGD is a uniform access code of the form 10XXX. No
access code ig reqguired if the end user's Telephone Cowmpany local service
is arranged for Primary Interexchange Carrier (PIC] arrangement as in 6.5
ta the same customer. The number dialed by che end user shall be a seven
or ten digit number for calls in the North American Numbering Plan (NANP}.
For international calls cutside the NANP, a five to twelve digit number may
be dialed. The form of the numbers dialed by the end users is NXX-XXXX, 0
or 1 + NXX-XXXX, NPA + NXX-XXXX, 0 or 1 + NPA + NXX-XXXX, and, when the
International Direct Distance Dialing Arrangement (IDDD) is provided, 01 +
CC + NN or D11 + CC + NN. When the 10XXX access code is used, FGD also
provides for dialing the digit 0 for access to the customer's operator, oT
the end-of-dialing digit {#)} for cut-through access te the CDL. FGD also
provides for the dialing of digits 00 for access on a non-BDD basis o the
custcmer's operator when the end user's service is designated to the
customer as in 6.5 and 4.2.5(V}. A single access code will be the assigned
number for all FGD provided to the customer by the Telephone Company.

FGD, provided with multifrequency address signaling or 8§57 Out of Band
Signaling, is arranged to receive address signaling through the use of Dual
Tone Multifrequency (DTMF) or dial pulse address signaling from the end

user.
(9} FGD may, at the option of rthe customer, be arranged to provide ANI
arrangement to cbtain the calling station billing number. The ANI

arrangement provides ten digic statien killing number information to the
CDL. When 887 Cut of Band Signaling is specified, the customer mav obtain
an ANI equivalent by ordering the Charge Number optional feature as
described in 4.2.5(A){D}. In those siruations where nc billing number is
available in the end office switch, as with 4/8 party service, no ten digit
number will be provided, only the area code and an "operator identification®

information digit will be provided.
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In those cases where an ANI failure has occurred in the end cffice

switch, no ten digit number

will be provided, and an

videntification failure" informaticn digit will be provided. ANI
will be made available using multifrequency signaling provided by

the Telephcone Company.

Dependent upen the group type, the ANI spill may be forwarded prior
to the called number in appropriately equipped end coffices. When
the ANI spill is sent prior tc the called number, ten digits will

be forwarded {(NPA + NXX-XXXX).

When the ANI spill is sent after

the called number, the conventional saven digits will be forwarded.
The Telephone Company will determine the sequencing and protoceol

of the ANTI spill and called number.

(10} FGD may, at the option of the customer, be arranged for the

International Direct Distance Dialing

(IDDD) Arrangement in the

originating direction. The end office switches or access tandem
switches which are equipped for IDDD will be designated by the
Telephone Company. The CDL must be equipped to receive the IDDD
supervisory and address signals and the CDL must provide operator
assistance to the end users if necessary to obtain the IDDD address
signals once the CDL acknowledges it is ready to receive IDDD

address signals.

FGD may also be arranged to forward the international calls of one
or more intermational carriers to the customer. This arrangement
requires verification by the Telephone Company that the customer

is authorized tec forward such calls.

{11} {(Reserved for Future Use)

{12} {Regserved for Future Use)
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{13) FGD is provided with basic testing at no additional charge. Basic

tests include: loss, 3 tene slope, (C-message and C-notched!, and
where applicable, signaling and balance testing.

(a) Where Telephone Company equipment is available, a seven
digit access number will be provided to the customer for
testing in the terminating direction. These access numbers
shall include: balance (100 typel test line, milliwatt (102
type) test line, nensynchronous or synchronous test line,
automatic transmission measuring (105 type) test line, data
transmission {107 type) test line, loop arcund test line,
short circuit test line and open circuit test line. Access
to test lines by other than seven digits ig at the option of
the Telephone Company and may vary in availability.

(k) Where Telephone Company equipment is available and the
customer is equipped with compatible equipment {remcte
office test lines and 105 test lines with associated
responders or their functional eguivalent), FGD will be
provided with automatic testing.

{c) At the option of the Telephone Company, cocperative testing
may be provided in lieu of automatic testing. Cooperative
. testing is whexe the Telephone Company provides a technician
at its office(s) and the customer provides a technician at
its CpL, with suitable test equipment to perform the
required tests. The Telephone Company will routinely
perform maintenance testing from its access tandem or end
office (if direct routed) to the customer's first point of
gwitching. Additienal testing charges will apply as in 6.6
when: (a} the customer redquests a test not specified in the
preceding; (b) the test requested is not essential to the
ongoing maintenance of FGD; or (¢} the customer regquests
testing on a more frequent bhasis than scheduled in the
Telephone Company's Central Office Maintenance Planning
System (CCMPS) .

{d} When FGD or 800 SAC Access service with S57 Out of Band
3ignaling is ordered, network compatibility and other
operational tests will he performed cooperatively by the
Telephone Company and the customer at locations, dates, and
times as specified by the Telephone Company in consultation
with the customer. These tests are as specified in Bellcore
Technical Reference Publicatien TR-TSV-000905. Successful
completion is necessary to receive the 587 signaling option.
To protect the security of the SS87 network, certain of the
information provided, i.e., point codes, by the Telephone
Company to the customer will be subject to a nondisclosure

agreement.
FILED
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{14) FGD may, at the option of the customer, be provided ‘ﬁ?hqgm!mﬁfon

Traffic Routing. This arrangement, as shown in 4.2.5{a), delivers
originating traffic from an end office over a designated trunk
group to the CDL. When that ¢trunk group is fully loaded,
additional originating traffic is automatically delivered over one
or more designated trunk groups to one or more CDLs.

{15) FGD may, at the option of the customer, be provided with a Service
Class Routing Arrangement. This axrangement allows originating
traffic to be delivered over selected trunk groups to specified
CDLs based on service prefix code (e.g., 0-, 0+, 1+, 01, 011);
service class codes (e.g., 700, BCO, 90C); or end user originating
line class of service (e.g., coin, multiparty, hotel/motel).
Service classes of traffic unable to be served by a customer will
be handled at the cption of the Telephone Company.

{15) (Reserved for Future Use)

(17} FGD will be arranged to accept calls from Telephone Company local
service without the 10XXX uniform access code. Each Telephone
Company local service will ba marked to identify which 10XXX code
its calls will be directed to for InterLATA Area service.

{18) FGD may, at the option of the customer, be provided with a Trunk
Access Limitation Arrangement. The Trunk Access Limitation
Arrangement provides for the routing of designated (e.g., 900
Service class cede) originating calls tc a specified number of
transmission paths in a trunk group.
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(19}

{20}

{21)

FGD may, at the option of the customer, be provided with an
Operator Assistance Full Feature Arrangement., This arrangement
provides, to the customer operator, the initial coin control
function. FGD is provided in a directly routed arrangement from
the end cffice switch when this feature is provided. This feature
may require the routing by Service Class Routing Arrangement, in
{15) . The coin collection and return protocol required by the
customer must be compatible with Telephone Company equipment.
Offering of thig feature is contingent upen suitable administrative
procedures/agreements for coin services being negotiated between
the customer and the Telephone Company. This option is unavailable
in conjunction with $87 Out of Band Signaling.

FGD i3 provided with either Type A, Type B, or Type C transmission
performance as follows: a)} when routed directly to the end office,
either Type B or Type C is provided; b} when routed to an access
tandem, only Type A is provided; ¢) Type A is provided on the
transmission path from the access tandem to the end office. Type
C transmission performance is provided with Interface Arrangement
1. Type A and Type B are provided with Interface Arrangements 2
though 10. In addition, Data Transmission Parameters may, at the
option of the customer, be provided with FGD.

FGD trunking arrangements are available with twe basic forms of
signaling protococl. The standard signaling protoceol provided with
FGD is Overlap Outpulsing. At the option of the customer, where
technically available FGD may be provided with Non-Overlap
Qutpulsing signaling protocel.
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(4}

{3)

'RECEIVED
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Service Access Code (SAC) Access Service is provided at Telephone
Company appropriately equipped end offices or tandem switches.

Originating SAC Access Service is a trunk side switched service
that is awvailable to the customer wvia SAC Access Service trunk
qroups. The appropriate Customer Identification Functien, in
4.2.11 and 4.2.12, must be ordered in conjunction with each SAC
Access Service trunk group. SAC Access Service traffic at the
option of the customer can be carried on the same group with
non-~SAC Access traffic.

When a 1+NOO-NXX-XXXX call is originated by an End User, the
Talephone Company will perform the selected Custcomer Identification
Function based upen the dialed digits to determine the dispositicn
of the call. If the call originates from an end office not
equipped to provide the Customer Identificaticn Function, the call
will he routed ta an office where the function is available. Once
the Customer Identification Function has been performed, the call
will be routed to the customer.

The manner in which SAC Access Service is provided is dependent on
the status of the end office from which the service is provided
(i.e., equipped with equal access or not equipped with egqual access
capabilitieg). When SAC Access Service is provided from an end
office equipped with equal access capabilities, all such service
will be provisioned in accordance with the  technical
characteristics available with FGD except when more than cone tandem
is employed in the transport of a SAC Access Service call.

When SAC Access Sexvice is provided from an end office not equipped
with egqual access capabilities, such service will be provisicned
in accordance with the technical characteristics available with FGC
or FGD. In either case, when mors than one tandem is employed in
the transport of a SAC Access Service call, Standard Transmission
characteristics are not guaranteed.

For other than FGC, end offices that lack egual access or the
Customer Identification Function capabilities, may only be served
via an equal access tandem over FGD trunks or SAC Access Service
trunk groups. For FGC, SAC Access Service can be provided through
an existing trunk group or separate FGC trunk group which handles
SAC Access Service. SAC Access Service from an acgcess tandem, with
both equal and nonequal access end offices, can be combined on a
single FGD trunk group to the CDL. SAC Access Service from an
access tandem with non-equal access end offices can be provided on
a FGC trunk group. FILED
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(6) 900 SAC Access Service originating from equal access end offices
with the 900 Customer Identificaticn Function described in 4.2.12,
may be provided using exchange access signaling with overlap
outpulsing and ten digit ANI. B00 SAC Access Service originating
from equal access end offices with the 900 Customer Identification
Function described in 4.2.11 may be provided using exchange access
signaling without overlap outpulsing and with ten digit ANI. SAC
Access Servige originating from equal access end offices without
the Customer Identification Function capabilities, or from end
offices not baving equal access capability, may be provided using
conventicnal signaling. On traffic using conventional signaling,
other than FGC, the customer's facilities shall provide off hook
supervisicn upon receipt of the transmitted digits.

SAC Access Service may also be provided with 887 Out of Band
Signaling from suitably equipped end ocffice or access tandem

switches.

(7} For SAC Access Service traffic originating from equal access end
offices with the Customer Identification Functicn capabilities, FGD
parameters as specified in 4.2.4(E) (1), (2}, (3), (S}, (9.} (13), (14),

{(18), (20) apply.

. For SAC Access Service traffi¢, other than 800 SAC Access,
criginating from all other end offices, FGC parameters as specified
in 4.2.4(D) (1), {2},{3),(5), (9, (23], (14), (217}, (19) apply.

Telephene Company switch and customer premise interface as set
forth in 4.2.3 for FGD also apply to SAC Access Service.

FILED
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4. L) ACCE. {Cont'd) i .
4.2 Description of $witched Accesg (Cont'd) FEB 7 199%
4.2.5 Epd Office Services Qotional Aryangementg

)
NESSCUR
The following optional arrangemants are availabls in nfficesﬁ;g %ﬁ " ﬁfTFE@Séﬂﬂ
conditions permit, The Talephone Company makes no guarantee ..r.‘)iéu Eoh r ements will be
available in all locationg,
Unless otherwise noted, thege End Office Services Cpticnal Arrangements ate nonchargeable.
[A) A T ic R

This option prowvides the capability of directing originating traffic from an end office (or
appropriately equipped access tandem) via a trunk group {(the "high usage* group) Lo a CDL until
that group iz fully loaded, and then dalivering addicional originating traffic (che *overflowing”
traffic) from the same end office or access tandem to a different trunk group or groups {via one
or more intermediate nhigh usage groups) to one or more CDLs until the originating traffic is
directed To a final group. The custcmer shall specify the last crunk CCS desired for the high
usage group and sach intermediate group.

Thig option is provided in suitably equipped end office or access tandem switches and is available
with FGB, FGC., and FGD.

(8) Automatic Wumber Idencification (ANI) Arrangement

This option provides the automatic transmisgion of a seven or ten digit number and informacion
digit to che CDL for calls criginating in the Access Area to idenrtify the calling scation. The
ANI arrangement will be associated with all individual transmission paths in a trunk group when
this arrangementc is provided.

The seven digit ANI telephone number is available with FGB and FGC. It will be transmitted on all
calls except those idencifiad as a multiparty line or ANI failure. The ten digit ANI relephone
number is only available with FGD. When PGD with $87 Qut of Band Signaling is specified, the
customer may crder an ANT equivalent by ordering the Charge Number opticnal featura as described
in 4.2.5(A)(D}. The cen digit ANI telephene number consiscs of che Numbering Plan Area (NPA) plus
the seven digit ANI telephone number., The ten digit ANI celsaphonie number will be transmitted on
all calls excepr those identified as a multiparty line or ANI failure in which case only the NPA
will be transmitted {in additicn to the informaticn digit described belcw). The ANI talephcne
number is the listed telephons number of the end user that originates the call.

With PGC, ANI is provided from and offices ac which the Telephona Company recording for end user
billing is not provided, or where it is not redquired, ag wich 800 Service, It is not provided
from end offices for which che Telephone Company needs to forward ANI to ity recording eguipment.

Whera ANI cannot be provided (e.g., on callg from 2 (in some ingtances).d, and 8 party services}
information digits will be provided to the customer. The infermacion digits are used in the
following situations:

{1) Telephone number is the station billing number - no special treatment is required.

95-163
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. 4.  SWITCHED ACCESS (Cont'd) FEB 71935

4.2 Descripticon of Switched Accesg (Cont'd)
. ‘ . , AiSSOURI
4.2.5  End Offjce Serviceg Optional Arrancements (Cont'd) Public Service Commission
(B) Automatic Number Ideptification (ANI) Arrapgement (Cont'd)
(2) Multiparty line telephone number is a 2 (in some instances), 4, or

8 party line and cannot be identified - number must be obtained via
an operator or in some other manner.

(3) ANI failure has occurred in the end office switch which prevents
identification of calling telephone number - number must be
obtained by operator or in some cther manner.

(4} {Reserved for Future Use)

(5} he configuration of the line requires special screening or handling
by the customer, or

{6) Call ig an Automatic¢ Identified OQutward Dialed (AIOD) call from end
user terminal equipment.

These ANI information digits are available with FGB, FGC, and FGD only.
In addition, the following information digits are available with FGD only:

(a) InterLATA Area restricted - telephone number is identified line.
{b) InterLATA Area restricted - line requires special screening or
handling by the customer.
. These information digits will be transmitted as agreed to by the customer

and the Telephone Company.
{C} a a Deni i un u

This option is provided in conjuncticn with FGA and allows for the
screening of terminating c¢alls within the FGA Access Area, and for
completion only of calls to 411, 611, 911, 800, 5855-1212, and a specified
set of NXX codes within the FGA Access Area. The set of NXX codes to
which calls will be completed is selected by the FGA custemer, in
cocperation with the Telephone Company, from those NXX cedes within the
local calling area of the end office where the FGA connection is provided.
All other calls are routed tc a reorder tone or recorded announcement.
This axrrangement is provided at no charge in Telephone Company end
offices, where available.

FILED
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InterLATA Call Denial on Line ox Hunt Group

This option allews for the screening of terminating calls and for
completion only of calls within the LATA. BAll other calls are routed :o
an appropriate access announcement. Specifically, this optien would block
terminating calls to the following:

- InterLATA, dialed as either 7D, 10D, 1+7D, 1+10D, 950-XXXX 10XXX+7D
or lO0XXX+10D.

- Service Access Codes (700, BOO and 3060) .

- Internaticnal, dialed as either 011 or 01.

- COperator, dialed as either 0+, 0- or 00.

This arrangement is provided in Telephone Company end offices, where
available. It is available with FGA at rates and charges in Section
4.5.2{B), Blocking of the 800 Service Access Code may not be available
in all end offices where this arrangement is otherwise available.

(E) j i u ro i Agc A

This option allows for the screening of terminating calls and for
completicn cnly of calls within the Access Area. All other calls are
routed to an appropriate access anncuncement. Specifically, this option
would block terminating calls to the following:

- cutside the Access Area, dialed as either 7D, 10D, 1+7D, 1+10D,
950 -XXXX, LOXXX+7D or 10XXX+1(0D.

- Service Access Codes {700, 800 and 900).

- International, dialed as either 011 or 01.

- Operator, dialed as either 0+, 0- or GO.

This arrangement is provided in Telephone Company end ocffices, where
available. It is available with FGA at rates and charges in Section
4.5.2(B}. Blocking cof the 800 Service Access Code may not be available
in all end offices where this arrangement is otherwise available.
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Putiic Service Commission
(F) Dual Tone Multifrequency Address Sigpaling

()

(H)

(1)

This option allows reception of called party address signals from the
customer in the form of Dual Tone Multifrequency (DTMF) signals. It is
provided in all Telephone Company end offices where available. When FGA
arrangements are provided as part of a hunt group or uniform call
distribution group, and the customer requires DTMF address signaling, then
all arrangements in the hunt group or uniform call distribution group will
be so equipped. It is available with FGA.

T bt 141

(1} This option provides the ability to sequentially access one of two
or more line side connections in the criginating direction, when
the access code of the line group is dialed. It is available with
FGA. This arrangement contemplates one access code (i.e.,
telephone numker} per arrangement.

(2) This cption provides the ability to sequentially access one of two
or more lines in the terminating direction, when the hunting number
of the line group is forwarded from the customer to the Telephone
Company.

1 r ificat] [s) witch ce irectigpali

This option allows the customer to specify the directiocnality of the trunk
group f{i.e., originating, terminating, or two-way) in lieu of Telephone
Company specification. It is available with all Feature Groups. Rates
and charges will be developed on an Individual Case Basis.

International DBi Di e Diali Arrangeme

This option allows for FGD end offices or access tandem switches equipped
for International Direct Distance Dialing to be arranged to route
originating international calls te a customer other than the one
designated by the end user either through presubscription or 10XXX
dialing. This arrangement requires provision of written verification to
the Telephone Company that the customer is authorized tec forward such
calls. The written verification must be in the form of a letter of agency
authorizing the customer to order the option on behalf of the
internaticnal carrier. This option is only provided at Telephone Company
end offices or access tandems equipped for Internmational Direct Distance
Dialing.
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. 4. SWITCHED ACCESS (Cont'd) FEB 1 '1935

.2 Deggription of Switched Accesg (Cont'd)
4 Lo} ont &ﬂisﬂS(){JF%!
1.2.5  End Office Services Optional Arrangements (Cont'd)  pyhiic Service Commission
{J) Nophunti N wi ngem

This option provides an arrangement for an individual line within a
multiline hunt group that provides access to that line within the hunt
group when it is idle or provides husy tone when it is busy, when the
nonhunting number is dialed. Where available, this arrangement is
provided with originating use for FGA or terminating use for Special
Access Lines.

(K) i wi i Di ihuti Ar m

This option provides an arrangement for a uniform call distribution
multiline hunt group that provides acdeess to an individual line within the
hunt group when it is idle or provides busy tome when it is busy, when the
nenhunting number is dialed. Where available, this arrangement is
provided with originating use for FGA and terminating use for Special
Access Lines. It can only be provided from suitably equipped stored
program controlled switches.

(L) o] tor Agsistan r ricemen

This opticn, which is available only on a direct trunking axrangement,

providea the initial ceoin return control function to the customer's

operator. It is available with FGD. Rates and charges will be developed

on an Individual Case Basis. This option is unavailable in conjunction
. with 857 Out of Band Signaling.

(M) R D§ ion

This opticn provides for the transmission of called party address
signaling from rotary dial stations to the CDL, for originating calls.
It is available with FGB where conditicns permit.

() Sexvige GClasg Routing

This coption provides the capability of directing originating traffic from
an end office to a CDL, based on the servics prefix code (e.g., 0+ or 01+)
or service class code (e.g., 600, 700, 800 or 900}. It is provided in
suitably equipped end office or access tandem switches and is available
with FGC and FGD. Originating 800-NXX-XXXX calls are routed in accordance
with the 800 Customer Identification Function as described in 4.2.11.

(o ice Cod i in un
This option allows for the screening of terminating calls within the
Access Area and for disallowing completion cf calls to 0- and N1l l(e.g.,
411, 611 and 911}. Where available this arrangement is provided in

Telephone Company end c¢ffices. It is available with FGA and can only be
provided from suitably equipped stored program controll? ﬁﬁgﬁ
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. 4. SWITCHED ACCESS {(Cont'd) 7 qgﬁ
1930
4.2 Rescxiption of Switched Access (Cont'd) FE3
4.2.5  End Offjce Serviceg Optional Arrangements {(Cont'd) Mls SOUR

) Cears Public Service Gomm!ssmn
Trunk Accesg Limitation

This option, where available, provides for the routing of originating 900
or 900 like Service calls to a specified number of transmission paths in
a trunk group, in order to limit (choke) the completicn of such traffic
to a customer. Calls to the designated service which could not be
completed over the subset of transmission paths in the trunk group (i.e.,
the choked calls) would be routed to reorder tone. It is available with
FGC and FGD.

Q) Uniform Call Distribution Arrangement

This optien provides a type of multiline hunting arrangement which
provides for an even distribution of calls among the available lines in
a hunt group. Wheres available, thig arrangement is provided with
originating use for FGA and terminating use for Special Access Lines.

(R} 7 Digi ing o Digj h tomer

This option provides for the end office capability of providing up to 7
digits of the access code to the CDL. The customer can request that only
some of the digits in the access code be forwarded. The access code
digits would be provided to the CDL using multifrequency signaling, and
transmizsion of the digits would precede the forwarding of ANI if that
arrangement was provided. It is available with FGB in suitably equipped

. end offices.

{8} Ba v angem

This arrangement is available for Special Access Lines used with a
Switching Interface. This option, which is provided in association with
two or more groups, provides for the automatic overflow of terminating
calls from a line group, that has exceeded its call capacity, to another
line group with equal or a greater number of bands than that of the

overflowing line group. This arrangement does not provide for call
ovarflow from a group with a higher designation to one with a lower band
designation.
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. 4. SWITCHED ACCESS (Cont'd) FEB 71635

4.2 D i ] wi !

MISSOUR'
4.2.5 End Office Services Optional Arrapngements (Cont'd)  gaykilr Seryice Commiselon

(T) {Regserved for Future Use)
(m Qperator Agsigtange for SAC Accegs Servige

This cption provides for operator completion of NOO-NXX-XXXX type calls
which are generated by an end user by dialing 0-. This option is
available with SAC Access Service and with FGC and FGD which are used in
conjunction with SAC Access Service.

(V) witched n

This arrangement provides the line switching and supervisory functions
necessary to interface Voice Grade Special Access and Switched Access
Services together for the provision of customer WATS and WATS-Type
service. This service provides a transmission path capable of criginating
and/or terminating the customer's interstate/intrastate traffic.

This arrangement is only available from Telephone Company designated end
offices which are identified as WATS Serving Offices {(WSQ) in NECA Tariff
FCC No. 4. Technical limitations resident in certain end office switches
may preclude the availability of certain Switched Access Interface
features. Depending on the configuration selected below, the Telephcne
Company will provide such services from the closest WSO that is
technically equipped to provide such services. Special Access Transport
charges as described in 5.1.1(B) {2} will be applicable to the WATS Serving
. Office appropriately equipped for the service feature requested.

The Switched Access portion of this arrangement is available from Section
4 of this tariff, except as set forth in (5) following, and provides
cennectivity from the Telephone Company's WATS Serving Qffice to the CDL
of the customer. The Special Access portion of this feature is available
from Section S of this tariff and provides connectivity from the Telephone
Company's WATS Serving Office to the end user's CDL.

Switched Access Interface Service 1is available in the following
configurations/ features:

FILED
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4, SWITCHED ACCESS (Cont'd) T
FEB 71935
4.2 Descziption of Switched Accegg (Cont'd)
o
4.2.5 End Office Serxvigesg Optional Aryangements (Cont'd) . RJ}!:_:SOUW, iscion
Pytiic Service CommissiC!
(v} Switched Access Interfage (Cent'd)
(1) n Featu
The Originating Only feature is available from appropriately
equipped WATS Serving Offices on a per line basis and provides for
the transporting of intrastate calls from a special access line to
the customer wvia either FGA, FGB, FGC or FGD switched access. It
is provided in the fellowing arrangement:
APR 11395
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4.  SWITCHED ACCESS (Cont'd) e
FEB 71920
4.2 Description of Switched Acgesg (Cont'dl
4.2.5 End Office Services Optional Arrangements (Cont'd) MISSOUR!
Pybiic Service Commission
(v} Switched accesgg Interface (Cont'd)
(1) Qriginating Oply Feature {Cont'd)
{a) s} rrict - iginatin

This arrangement is a multi-jurisdictional ocffering provided

from a Telephone Company appropriately equipped WATS Serving

Office and provides for the transporting of interstate and

intrastate calils from a Special Access Line to the customer

via FGA, PGB, FGC and/or FGD Switched Access. FGA access is

obtained from a WATS Serving Office by dialing a standard

seven digit number. FGB access is obtained from a WATS

Serving Office by dialing 950 1/0XXX or 1+950 L/0XXX. The

combining of interstate and intrastate traffic will be in

accordance with 4.2.5(V)(5) following. This arrangement

provides for transporting the following types of calls:

- 1+NBA-NXX-X¥XX, 1+700-NXX-XXXX, and I1+FNPA-555-1212
calls to the IC customer;

- 1+B00-NXX-XXXX calls to the carrier in accordance with
the 800 Customer Identification Functicn described in
4.2.11;

- 1+900-NXX-XXXX calls to the carrier designated by the
digits dialed;

- O+NPA-NYX-XX¥X calls to the IC customer;

- calls originated by dialing 0 (zero) to the Telephone
Company operator;

- calls originated by dialing 00 {Zero, Zero} to the IC
customer (available only with FGD};

- calls originated by dialing 01 or 011 to the IC
customer; and

- 1+ or 0 (zero)+ NPA-NXX-XXXX calls preceded by the
access code 10XXX to the carrier designated by the
dialed digits (available only with FGD).
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4. SWITCHED ACCESS

4

4.2.5

(Cont'd)

.2 Description of Switched Agcess (Cont'd)

FEB 71935

End Office Serviceg Cptional Arrangements (Cont'd) AISSOURI]

(V)

Switched Access Interface (Cont'd)

(1)

(2)

(3)

Originatipg Only Feature (Cont'd)
{a) Unrestricted Arrandgement - Origipnatipg Only (Cont'd)
Cptional Access Code Arrangement

Subject to technical availability, on an indiwvidual 1iine
basis, calls preceded by the access code 10XXX will be
blocked.

o inating only

The 800 Type Terminating Only feature is available on a per-line
bagis from appropriately equipped WATS Serving Offices and provides
for the termination of all c¢alls from the subscribing carrier
(originacted on a 1+800 basis) directed to the Special Access via
FGA, FGB, FGC and FGD Switched Access.

Combi iai i Q inating Calling Featur

The Combined Originating/Terminating Calling feature is available
on a per-line bagis from appropriately equipped WATS Serving
Offices and provides the functionalities of both the Originating
Cnly and the 800 Type Terminating Only features.
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PACILITIES FOR INTRASTATE ACCESS

4. GMITCHED ACCESS (Cont'd)
4.2 Descripticn of Switched Agcasg (Cont'd) {\ﬂiSSOURE
4.2.8 Znd OFfice Jervices Optional Acrapgements (Cone'd) Hi i ingi
2. Pubiic Service GCommission
W Switched Accegg Interface (Cont'd)
{4) The following matrix details the directicn, call type, service prefix and craffic types
provided on each Switched Access Interface Arrangement.
wi A A M
Unrestricred 800 Type Combined
Arrangement Termjnating Originating/
only 800 Type
Terminating
Section Ref. V) (1) (a) ) INANEY
Dire al
Originating Only x
Terminating Only x
Twa-Way x
Gall Type (R+)
Local B B B
IntraLATA/Intrast. R/D c R/D/C
InterLATA/Incrast. D c n/C
Sayvige Prefix
0- R R
Qo- D D
0+ ol D
IDDD o] D
10XXX o/e D/B
mra:ui; Tvpe
411 - B
911 -3 R
976 R R
T0C ] D
goe/9ca D D
D = Telephone Company DELIVERS traffic to the customer.
R = Telephcne Company RETAINS and complectes traffic,
C = Telephone Company COMPLETES traffic to the end user's premises.
B » Telephcne Company BLOCKS traffiec to an annocuncement.
FILED
APR 11396
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REGEIVED

FEB 71935

3. SWITCHED ACCESS {Cont'd)
4.2 Descripticp of Switched Access {Cont'd) Missouﬁg
f i mmission
4.2.5  End Office Services Optional Arrangements (cont'a) PUIDIIC ServIce Commiss
(V) Switched Access Interface (Cont'd)
{5) ntra Traffic Restrigtio
An interstate Switched Access Interface and an intrastate Switched
Access Interface must be ordered for the provisioning of
multi-jurisdictional access.
Unless the cugstomer subsgscribes to the 10XXX bleocking cption offered
in Secrion 4.2.5(v) (1) (b}i preceding, all callas carried aver a
Special Access Line used in conjunction with a Switched Access
Interface for multi-jurisdictional access will be passed to the
customer for completion,
APR 11825
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FACILITIES FCR INTRASTATE ACCESS

PR ARG R
W ia Wy kol W Bn s
. 4. SWITCHED ACCESS (Cont'd) amEe
FEB 7199
4.2 Degcription of Switched Accegg (Cont'd)
4.2.5 End Office Services Optional Arrangements (Cont'd) ~_MISSOUR!
Pybiic Service Commission
(W) (Reserved for Future Use)
{x} (Regserved for Future Use)
(Y} Swit Data
{1) Switched 56

This option provides foxr a connection capable of up to 56 Kbps
digital transmission between the customer's CDL and a suitably
equipped end office. Switched Data service lines connected at
those suitably equipped end offices will be accessed on a switched
basis for digital transmission up to 56 Kbps. These locations are
identified in the National Exchange Carrier Asscciation, Inc.
Tariff F.C.C. No. 4 Wire Center and Interconnecticn Information,

,

This option is provided only with FGD. A separate FGD trunk group
must be established for the provision of Switched Data service.
This trunk group requires the use of a DS1 digital interface as
described in Section 4.2.3(B) (6). Switched Data and Nen-$Switched
Data traffic may not be combined on the same trunk group.

Access is made via the standard dialing pattern as set forth in
section 4.2.4(E) (8).

. (2} Switched 64

This option provides for a comnection capable of up to 64 Kbhps
digital transmission with clear channel capability between the
customer's CDL and a suitably equipped end office. Clear channel
capability allows for full bandwidth availability to the customer
with no part of the channel used for control, framing or signaling.

Switched 64 requires all digital facilities including the use of
a DS1 digital interface as described in Section 4.2.3(B) (§) and is
available only with FGD from end offices capable of providing ss7
signaling, Bipolar with Eight Zerc Substitutien (B8ZS) line code
format and Integrated Services Digital Network (ISDN) or other
Switched Data based services. These locations are identified in
the National Exchange Carrier Asscciaticn, Ing., Tariff F.C.C. No.
4 Wire Center and Interconnection Information.

Access is made via the standard dialing pattern as set forth in
Section 4.2.4(E) (8).

A separate FGD trunk group must be established for the provision
of Switched 64 service.

Switched data and non-switched data traffic may not be combined on

the same trunk group.
FILED
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. s comss FER 71925
4. WITCHED A {Cont'd)
4.2 Deseription of Switched Access {(Cont'd) AIISSOURI ,
= o Sanyiog Commission
4.2.5 End Office Services Optional Arrangements (Cont'd) PUh!'C Semce
(2) (Reserved for Future Use)
(A} (A) i i 7 7] _out of Ban igna

This ecption is provided in conjunction with Common Channel Signaling
System 7 (CCS7) Access Service and is only available with Switched Access
FGD sgervice and 800 SAC Access. §87 Out of Band Signaling provides
common channel out of band transmission of address and supervisory Ss87
protocol signaling information between the end office or access tandem
switching systema and the CDL. FGD Switched Access and 800 SAC Access
service, equipped with SS7 Out of Band Signaling, are available with the
following interface arrangements: DSl Digital, DS1C Digital, DSC
Digital, and DS$3C Digital. 8$7 Out of Band Signaling is provided at
suitably equipped Telephone Company end office or access tandem switches.
The technical specificationsg for $57 Qut of Band Signaling are described
in Bellcore Technical Reference Publication TR-TSV-000505.

{a) (B) Calling Party Numbexr (CPN) Parameter

The CPN parameter, available as a nonchargeable option for originating
FGD with S§S7 oCcut of Band Signaling, provides for the automatic
transmissiocn of the ten digit directory number, associated with a calling
station, to the customer's premises for originating calls. The ten digit
number congists of the NPA plus the geven digit telephone number which
may or may not be the same number as the calling station's charge number.
. The CPN parameter also includes a “"privacy indicator" which allows the
ten digit telephone number to be ccded as presented or restricted for
delivery teo the called end user. The technical specifications for CPN
are described in Bellicore Technical Reference Publication TR-TSV-000905.

FILED

QAPR 1 1835
90-163
. ,,1.,, T LT ATTR T "‘E;;. GOM’[‘E

{

el ...._'.-.JQ‘?'-“-'
. Issued: February 7, 1996 Effective: April 31, 1896

Kenneth Matzdorff
President
Peculiar, Missouri




CASS COUNTY TELEPHONE

PSC MO. NO. 2
Criginal Sheet 119

REGEWED

FACILITIES FOR INTRASTATE ACCESS

FEB 71935

4. SWITCHED ACCESS (Cont'd)
4.2 Degeription of Switched Ac¢cegg {(Cont'd) MiS_SOUR§
4.2.5 End Office Services Optional Arrangements (Cont'd) i S&IViCe Comm
(a) (C) Carxier Selecticn Parameter (CSP)

(a) (D}

The CSP, available as a nonchargeable option for originating FGD with
557 Out of Band Signaling, provides for the automatic transmissicn of
a signaling indicator which signifies to the customer whether or not a
given call originated from a presubscribed line. If the line was
presubscribed, the indicator will signify if the end user did or did not
dial 10XXX. The technical specifications for CSP are described in
Bellcore Technical Reference Publication TR-TSV-000905.

C! N aram

The CN parameter, available as a nonchargeable option for originating
FGD with 8§87 Out of Band Signaling, is equivalent to the existing ten
digit Autcmatic Number Identification (ANI) available with FGD with MF
signaling. The CN parameter provides for the automatic transmission of
the ten digit billing number of the calling station and the originating
line information. The technical specifications for CN are described in
Bellcore Technical Refarence Publication TR-TSV-003905.
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4. SWITCHED ACCESS !Cont'd) FEB 7 iggs

4.2 Pescriptjon of Switched Accesg (Cont'd) M’SSOUR!

4.2.5 Call Regtyiction apd Code Screening Reports Public Service Commission

The customer, when ordering Call Denial on Line or Hunt Group, Service Class Routing or
Trunk Access Limitation as in 4.2.5, shall report the appropriate codes to be instituted
in each end office switch.

4.2.7 nscallation a A [T

{A) The Switched Access provided under this tariff (a) will include any Telephcne Company
installed equipment, entrance cable or drop wiring, and wiring or cabkle within a
building necessary to terminate the Swicched Access at a point of termination
reasonably situated 5o as to serve the CDL, and {b} will be installed by cthe
Telephone Company te such a point of termination. The customer shall bhe responsible
for providing facilities beyond the point of termination. When performing
installacion and acceptance testing, the Telephone Company will, on a cooperative
basis, test the line or trunk beyond the customer's first point of switching (i.e.,
End-To-End} .

(B) At no additional charge, the Talephone Company will, at the customer's request,
cooperatively test, at the time of installation, loss, 2-tone slope, DC continuity,
C-notched noise, C-message noise and cperational signaling, when applicable. When
the Interface Arrangement ig established at the Telephene Company's firsec poinc of
switching, and the customer requests these tests, the Telephone Company will perform
the tests independencly and provide the results to the customer. When the Interface
. Arrangement provides a four-wire voice transmission facility and the point of
termination provides two-wire voice transmission (i.e., there is a four-wire to
two-wire conversion at the point of terminacion), echo contrcl (balance-eche return
loss/aqual level echo path loss) may also be tested.

Additional charges will apply as in 6.6(A) (1) when: (a}) the customer requests a test
not sef forth above, or (b) the test requested is not essential to the installatien
cf the particular Switched Access crdered.

If acceptance tests are not scarted within 30 minutes afrter the scheduled appointmenc
cime for such tests, as negotiated between the Telephone Company and the customer,
addicional charges will apply, as in 6.2{D) and 6.21{G), unless the delay is caused
by the Telephone Company.

4.2.8 Provision of Design Layout Report

The Telephone Company will provide to the custemer the makeup cof the Switched Transport
portion of the Switched Access provided under this tariff te enable the customer to design
irs overall service., This information will be reissued or updated whenever the makeup of
the facilities provided te tha custeomer are materially changed.

4.2.9 Network Management

The Telephone Company will administer its necwork to ensure the provision of standard
traffic grade of service levels to all telecommunicaticons users of the Telephone Company's
network services. The Telephone Company maintains the right to apply protective contreols
such as diversion of overflow traffic to informaticnal announcements or restriction of
access to congested craffic areas on any traffic carried over its network in order to assure
satisfactory service levels to all customers. These controls include the right te restrict
and, if necessary, deny access to and freom the point of termination at the CDL,

Outage crediz will apply as in 2.4.4, in cases where all transmission paths are blocked as

a result of application of protective centrols, except that to the extent that Cthese
controls relate to emergency situations, no notice requirement is necessary beyond that

already provided for in this tariff, FHEE@
APR 1 19%6
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4. SWITCHED ACCESS (Cent'd) FEB 7 1995

4

.2

Description of Switched Accesg (Cont'd)

4.2.10

4.2.11

MiISSOURI

{Regserved for Future Use)
800 Cugtomer Idepntification Function

This function utilizes 800 Data Base Query Service, as descxribed in 4.2.19, to
gereen all ten digics of all 800-NXX-XXXX type calls generated by end users to
determine the customer to which the 800 ¢all is to be routed. This functicn
is provided in conjunction with B0O SAC Access Service.

- " dentifi . F .

This function provides for screening of the first six digits of all 90C-NXX-
XXX type calls generated by end users to determine the customer to which the
call is to be routed. This function is provided in ceonjunction with 900 SAC
Access Service and with FGC and FGD.

Design _an ocutin witched A

The Telephone Company shall work cocperatively with the customer to design and
determine the routing of Switched Access including the selection of facilities
from the first peoint of switching to the CDL. The Telephone Company shall also
decide if capacity is to be provided by originating only, terminating only or
two-way facilities unless the customer reguests Customer Specification of
Switched Access Directionality for the ordered capacity. Selection of
facilities, eguipment and routing of the Switched Access is based on standard
engineering wmethods, facilities and equipment available and the Telephone
Company traffic routing plans.
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. 4. SWITCHED ACCESS (Cont'd) FEB 7 1995

4.2 Descripgion of Switched Agcegs (Cont'd)

~_MISSOUR!
4.2.14 vision wi ance D Public Service Commission

Performance data for Switched Access will be made available to the customer
baged on Telephone Company established intervals and availability. This data
may include, but is not limited to, equipment blockage and failure results,
ineffective  attempt  pexrformance, transmission  failures, and other
service-related data. Any reguest for data or format that is not Telephone
Company Standard will be handled on an Individual <Case Basis with any
associated cost to be borne by the customer.

4.2.15 Trangmigsion Porformance

Each Switched Access transmissicn path is provided with a standard transmission
performance. The standard for a particular path is dependent on the Interface
Arrangement and whether the Switched Access is routed direct or via an access
tandem. In addition, Data Transmission Parameters may be ordered by the
customer. The transmission performance parameters are set forth in Section
7000 of the GTE Technical Interface Reference Manual.
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4. SWITCHED ACCESS {Cont'd)
4.2 Degcription of Switched Acceas (Cont'd) Missouﬁ}
4.2.16 Desian Blocking Probability Pybiic Service Commission

The Telephone Company will design the facilities used in the provision of
Switched Access to meet the blocking probability criteria as follows:

(A)

(8}

(C)

(D)

For FGA no deszign blocking e¢riteria apply.

For FGB, FGC and SAC Access Service, the design blocking objective will
be one percent {.0l1l) between the CDL and the first point of switching as
in yeference document GTE Service Corporation Telephone Operations -
Traffic Grade of Service Standards. Standard traffic engineering methods
will be used by the Telephone Company to determine the number of
transmisgion paths required to achieve this level of blocking.

For FGD the design blocking cbjective will be one percent (.01) between
the CDL and the end office switch as in reference document GTE Service
Corporation Telephone Operations - Traffic Grade of Service Standards.
Standard traffic engineering methods will be used by the Telephone
Company to determine the number of transmission paths required to achieve
this level of blocking.

When FGB, FGC, FGD or SAC Access Service is ordered in trunks, the
Telephone Company cannot guarantee these design blecking probabilicies,
The Telephone Company will perform routine measurement functions, except
on FGA, to assure that an adequate number of transmission paths are in
service. The Telephone Company will recommend that additional capacity
(BHMC o¥ quantities of trunks} be ordered by the customer when additional
paths are required to reduce the measured blocking to the designed
blocking level. For the capacity ordered, the design blocking objective
is assumed to have been met if the routine measurements show that the
meagsured blocking dces not exceed the threshold listed in the following
tables.
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4. SWITCHED ACCRSS (Cont'd)
4.2 Description of Switched Agcess (Conc'd) FEB 7 1993
4.2.18 Design Blockjing Probability (Cont'd}

(D} {Cont'd) Mib?SOURi .
{1} For FGB and PGC transmisgion paths carrying traffic bec»:eenp‘a!g‘[!tgnd%ﬁmlg@ mgﬂ&iﬂﬂ

switching, or F&D Cransmission paths, carrying traffic direct berween a ¢DL and an end
office, the measured blocking threasholds are as follows:

Humbar of Measured Blocking Thresholds in the Daily

Transmissign Paths Busiest Hour for the Number of
Pep_Trunk Group Measurements Per TIunk Group

15-20 11-14 7-10 5.6

Meagurementg Mgasupements Meagurements Measurementyg

2 .gro .080 .0%0 .140

3 .050 .0E0 .a79 .090

4 .050 .060 .a70 .Q8p

5-§ .040 .050 .060 070

7 or more L0340 .035 .040 .060

[#3] For FGD transmission paths carrying traffic between a CDL and an end office via an accass

tandem, the measured blocking thresholds are ag follows:

Numpber of Measured Blocking Threshelds in the Daily

Transmission Paths Busimst Hour for the Mumber of
Per Tiunk Group Meagyrementy Ser TIUNK Group

15-20 11-14 730 56

Mgagurgments Meaguremeppg Meaguremgnig Meagurementg

z .04s .A55 060 .095

3 .35 .040 .045 L0860

4 .Q25 .o4c .045 .055

5-6 .025 .A3s 040 .0as

T Or more .020 Nri- .e3p0 .Dao

4.2.17 Speci Facjlities R H

A customer may request that the facilities used to provide Switched Access be specially routed. The
regulations, rates and charges for Special #acilities Rouring {(i.e., Aveoidance, Diversity and Cable-Qnly)
are in Section 3.
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FACILITIES FOR INTRASTATE ACCESS

1. SWITCHED ACCEYS {Conc'd)
4.2 Description of Switched Acceag (Conc'd)
4.2.18 Infoymation Surcharge

(AY The Information Surcharge applies to each Switched Access minute %L;;s& {
ahali be assessed upon all customers thar use local switchingledd B
intrasvate or foreign telecommunications.

{B) The Information Surcharge is to recover the costs of the functions associated with the printing
of the directory white pages. The suxcharge is assessed to a customer based on the toral number
of access wminutes at the rares in 4.6.4.

{4 The informatien Surcharge rate element does not apply to switched access mifutes of use that
originate or terminate at MT$0s directly interconnected to a Telephone Company access tandem
aftice.

4.2.19% 800 Data B i

800 Data Base {Query Service, offered in conjunction with 800 SAC Ac<ess Service, performs che 800 Customer
Idencificacion Funetion, as described in 4.2.11, to determine the customer to whom 800 calls must be
routed. For all 1+800-NXX-XXXX calla originated by an end user, the Telephone Company will perform the
customer idencification function using a Telephone Company 800 Data Base to screen the ¢ialed ten digits
of the 00 call to determine the custiher selected Ly The BOC subacriber to carxy that 800 call. If the
800 call originates from an end opffice switch not equipped to provide the customer identification
function, the call will be routed to an access tandem switch equippad to provide the customer
identification functicn. Once customer identification has been established through 300 Data Base Query
Sarvice, the 800 call will be routed to the gelected cusStomer for completion.

Basic 800 Data Base (Queries provide instructions to route 1+800-NXX-XXXX calls on a simple call turm
arcund basis to one partirular customer or to different customers based on the LATA in which the 800 call
originates.

Premium 300 Data Base (ueTies provide instructions to route l+800-HXX-AXXX calls to:

{A) Different customers based on time of day, day of week, or based on number of calls allocated by
800 subscriber selectad percentages.

1§:3) Different terminating locations pased on time of day, day of week, Or Dased oOn number ©f calla
allocated by 900 sSubscriber selected percencages.

{ch Standard seven digit local exchange celephone numbers ac the terminating end based on the 200
subscriber’s specific requirements.

The 800 subscriber is responsible for arranging the entry of the various youting ingtructions discussed
herein into the Number Administratien Service Center's (NASC'g) Service Management System (SMS).

Rate regulations and charges applicable to 800 bata Base Query Service appear in 4.5.2(H) and 4.6.3(A).

4.3 bligations of th. ome
4.3.1 Oon a - igio

The customer facilivies shall provide the necessary on and off-hook supervision.
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FACILITIES FOR INTRASTATE ACCESS

[
4.3 ob T, {Coﬂt d)

. MiSSQUR!
4.,3.2 A .
Len Pubiic Service Commission
The customer shall order all Switched Access as in Section 3, and 4.3.2 and
4.3.3.

Switched RAccess capacity is measured at the Telephone Company's first point of
switching. ASRs for Switched Access must gspecify the number of lines, trunks
or BHMC (USCC -~ BHM++) connecting the first point of switching to the CDL.
Ordered guantities shall be specified by originating and terminating direction
and by traffic type (e.g., MTS/MTS-type or WATS/WATS-type). Where the customexr
desires to segregate its originating traffic into separate trunk groups by type
of traffic, the customer must specify the ordered quantities by trunk group and
by traffic type. For example, if a customer desires a separate trunk group to
carry its 800 traffic, the order must specify the trunks or BHMCs associated
with 800 traffic for that trunk group. In addition, the customer shall provide,
when it orders BHMC, its projected interstate BHMC between the CDL and each end
office in the Accesa Area by traffic type. The cugtomer shall provide, when it
orders lines or trunks, its projected intrastate traffic distribution by percent
for each end office in the Access Area by traffic type. If the customer fails
to provide its traffic distribution, the Telephone Company will use appropriate
Telephcone Company traffic studies to project distribution by end office.

When FGA is ordered the customer shall specify whether or not the terminating
traffic is to be restricted to the Access Area as in 4.2.4(B) {6}, and 4.2.5(C),
(D) or (E), or extended beyond the Access Area (i.e., local calling area). If
the customer wishes to extend the traffic beyond the FGA Access Area, the rates
in 4.%.2(N) (3}, will apply. If the customer wishes to restrict the traffic, the
. rates in 4.5.2(B}) may apply, depending upon the opticnal arrangement selected,

When a customer orders Switched Access for mixed interstate and intrastate
usage, the customer shall provide an estimate of the total usage which will be
intrastate by traffic type.

The customer allocated percentages will be used as a basis of the jurisdicticnal
determination for billing purposes of all charges until a more accurate
determination can be provided as in 4.3.3 and 4.5.2{J).

4.3.3 Jurigdictiona rmi

For purposes of determining the jurisdiction of Switched Access traffic, once
the $witched Access service is activated, the following criteria will apply:

(A) When the Telephone Company has measurement capability to provide the data
to determine the jurisdiction of Switched Access traffic, the Telephone
Company will determine the jurisdiction of Switched Access traffic. 1In
those instances where the Telephone Company cannot dJdetermine the
jurisdiction, the customer will be required to provide this information
as described following.
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SWITCHED AGCESS (Cont'd)
0
4.3 Obligations of the Cugtomer (Cont'd) FEB 7 19"'6
4.3.3 Jurisdictional Determipation (Conc'd) Mlsscl ,Rﬂ

(B) To determine the jurisdiction of FGA and FGB snmmﬁ’ﬂ&ﬁﬁ&&'ﬁﬁeﬂ’ﬁaw

craffic placed on a 1+ basis in conjunction with FGA, the following criteria will
apply:

{1) Traffic that enters a customer's network at a point within the same state
as that in which the station designated by dialing is situated will be
considered intrastatce. All intrastate usage will be reported as such
whether or not the customer has the proper state certification or an
effactive intrastate tariff.

{a} All usage which originates on the customer's network in the Missouri
portion of a LATA and cerminates at a telephone number in the same
LATA in Missouri will be reported 4s intrastate.

[4=3} All usage which originates on the customer's netwark in the Missouri
portion of a LATA and terminates at a telephone number in a different
LATA in Misscuri will be reported as intrastate.

{2) Traffic that enters a customer's network at a point in a state other than
that in which the station designated by dialing is situated will be
congidered interstate.

(C) {Reserved for Future Use}

(D) If the customer provides jurisdictional information, the following requirements
apply:

(n The customer Will provide quarterly reports indicating the percent of total
Telephone Company provided Switched Access usage that iy interstate and
incrastate. The reports may aggregate usage at a statewide, LATA, BAN
{Billing Account Number) or end office level,

(2) The reports will be based on the calendar year and will be due within
Eifteen days after the end of the quarter weginning with the complecion of
the first full quarter of service.

(3) The custemer wil) maintain records of call detail from which the
jurisdictional decermination is mada. For wverification purposes the
Telephone Company may request that these records be made available for
inspection and audit on not more than an annual basis. Such audit may be
conducted by independent auditors if the Telephone Company and the customar,
or the customer alone is willing to pay the expense.

The quarterly reports will be used as the basis for prorating charges to the interstate and
intrastate jurisdictiensg for the next three month's billing and will be effective on the
first day of the next menthly billing period which begins at least 15 business days after
che day on which the customer reperts che revised jurisdicticenal information te the
Telephone Company.

In the event the customer fails teo provide a report for one or more quarters, the Telephone
Company will use the mast recently provided guarterly report for subseguent kills until the
customer provides an updated reporz.

No revisions to bills preceding the effective date of the reviged jurisdictional infermation
will be made based on this report.
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SWITCHED ACCESS (Cont'd) FEB 7 1995

® .

. Pavment Arrangements and Credit Allowanceg
= MISSOURI
4.4.1 (Reserved for Future Use) Public Service Commission

4.4.2 ce Lon

A customer may cancel an application for Switched Access in Accordance with the
requlations and charges in Sectien 3.

4.4,3 Credj W,
(A} Allowances for service interruptions are in 2.4.4,.
(B) Usage Sensgitjive Service credit will be included in the FGA monthly bills

rendered to customers to reflect usage charges collected from their end
users for intrastate calls. The amount of credit applies to the End
Office Switching rate element for originating calls. When the customer
is provided originating only FGA service, the credit will apply to either
the actual access minutes measured or the assumed minutes as in
4.5.2{0) {3).

No credit will apply for terminating only FGA.

4.5 R a R
4.5.1 Ra Elem

For the purposes of determining the rates and charges for Switched Access,
. including SAC Access Service the following five rate elements may apply:

Switched Transport Facility
Switched Transport Terminaticn
End Office Switching
Information Surcharge

800 Datra Base Query

FGB, FGC, FGD and SAC Access Service are also subject to the Network Blocking
charge per call as in 4.5.2(I).
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FACILITIES FOR INTRASTATE ACCESS

4. SWITCHED ACCESS (Cont'd)
4.5  PRate and Charge Regulationg (Cont'd) FEB 71936
4.5.2 Rate Reculaticng

This section contains the specific regulations governinpﬂﬁi!@%ﬁi@c@ﬁ@iﬁﬁ‘oﬂ

MiSSOUR!

that apply for Switched Access including SAC Access service and 800 Data Basge
Query service.

(A)

T

o tes and Cha

There are two types of rates and charges that apply to Switched Access.

These are usage rates and nonrecurring charges.

(n

(2)

They are desgcribed as:

Usage Rateg

Usage rates are rates that apply only when a specific rate element
is used. These are applied on a per Access Minute basis as
described in 4.5.2(N} (1), or they are applied on a per query basis
either as basic or premium as described in 4.5.2(H}.

The Switched Transport Facility rate element is both usage and
distance sensitive.

Nonre i ha

Nonrecurring charges are one-time charges that apply for specific
work activities in conjuncticon with the installation of service

{including engineering) or change to an existing Switched Access
Arrangement.

(al Swi o i h e

Switched Access Ordering Charges are applicable to CaASS
COUNTY TELEPHONE.

Switched Access Ordering Charges are associated with the
work perfcrmed by the Telephone Company in connection with
the receiving, recording and processing cf customer service
requests. There are twe types of service ordering charges.

(1} itd in ~ Switch ces
{USCC - SESCL)

This charge applies on a per ASR basis, including
those requests to add additional lines or trunks
{whether ordered in trunks or based on BHMCs ordered)
or activate an existing trunk as a result of
additional trunks or BHMCs ordered for an existing
service.

A1l nonrecurring charges (NRCs} for service connection
are waived when a customer converts trunks from
tandem-switched toc direct-trunked or from direct-
trunked to tandem-switched. NRCs are alse waived if

a customer orders the disconE. merm,  of
overprovisioned trunks. Waiver of thes ¥l be

effective immediately and continue through December
31, 1994.
APR 119%
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FACILITIES FOR INTRASTATE ACCESS

4. SWITCHED ACCESS (Cont'd)

4.

Rate angd Chaxrge Requlationg (Cont'd) FEB 7 1995

4.5.2

Rate Requlationg (Cont'd)

(A)

Tvpes of Rates and Chargeg (Cont'd)

Monxecurying Chargeg (Cont'd)

(a} Switched Accesg Orxdering Charges (Cont'd)

{2) n in e - Switeh hece
{ISOC - SESEX)

This charge applies on a per ASR Dbasis for
modifications to an existing service. This would
include activities such as:

- Changes and/or additions to end office services
optional arrangements (changes in hunt group or
screening arrangements) .

- The combination or splitting of FGA hunt groups.

- A move to a new point of termination within the
same CDL.

- A change for rating purposes from one type of
Transport to  another (i.e., Special to
Switched) .

- The activation or deactivation of 900 SAC NXX
codes on a per tandem level basis.

- The additien of Calling Party Number {CBEN}
Parameter, Carrier Selection Parameter (CSP),
and Charge Number ({N) Parameter when ordered
subseguent to the provision of 387 Cut of Band
Signaling.

- Changes in FGD switched access and 800 SAC
Access signaling from multifrequency address
signaling to 537 Oout of Band Signaling except as
specified in 4.5.2(G) (1).

- All nonrecurring charges (NRCs) for service
connection are waived when a customer converts
trunks from tandem-switched to direct-trunked or
from direct-trunked to tandem-switched. NRCs
are also waived if a <customer orders the
discontinuance of overprovisicned trunks.
Waiver of these WNRCs will be effective
immediately and continue through April 30, 19%4.
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FACILITIES FOR INTRASTATE ACCESS

4. SHITCH E. (Cont'd)
4.5 Bate and charge Reculations (Cont'd) FEB 7 1995
4.5.2 Rate Requlationg {Cont'd) MIS Bl
tA) Types of Rates and Chardes {Cont'd) o lle Saryice Commission
(21 Noprecurzring Chargeg (Cont'd)
(a)  gwitched Accegs Ordering Chargeg (Cont'd)

{3) Adwministrative changes will be made without charge to the
cugstomer. Administrative changes are as follows:

- Change in name or ownership or transfer of
respensibilicy from one customer te another, provided
thera 1is no interruption of use or relocatien of
Switched Access service.

- Change ©f customer or customer's end user premise
address when the change of address is not a resulc of
a physical relocation of equipment,

- Change in billing data (name, address or contact name
or telephone number),

- Change in customer circuit identification,

- Change of billing account number,

- Change of customer testline number,

- Change of customer or custemer's end user contact name
or telephone number, and

- Change of agency authorizaticon.

(b) esgi h Ch (USOC - H28)

A design change is any change o a pending ASR or a change to an
existing service which requires engineering review or change. Design
changes may include the addition or deleticn of End Office Services
Opticnal Arrangements or changes in the signaling arrangements
associated with the Interface Arrangements as described in 4.2.3(B).
Dasign changes do not include a change of Switched Access Interface
Arrangement or facility type, IC CDL, end user premises, end office
switch, or Feature Group type. Changes of this nature will require
the igsuance of a new ASPE and the cancellatgion of the original ASR
with the apprepriate cancellation charges applied.

The Telephone Company will review the requested change, notify the
customer whether the change can be accommodated and if a new service
date is reguired. 1If the customer authorizes the Telephone Company
to proceed with the design change, a Design Change Charge will apply.

The Design Change Charge f£or Switched Access Servige in Section
4.6.1(C) will apply on a per ASR per occurrence basis for each
request requiring a design change.

The Design Change Charge is in addition to any Switched Ordering
charges associated with the change requested. When the design change
is on a pending ASR, the Initial Ordering Charge - Swicched Access
will apply. If the design change is to an existing service, the
Subsequent Ordering Charge - Switched Access will apply.

If a change of service date is required, the Service Date Change

Charge in 3.2.2(A) will also apply.

APR 1199
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® | RECEIVED

4. SWITCHED ACCESS (Ceont'd)

4.5  Rate and Charge Requlations (Cont'd) FEB 7 19%
4.5.2 Bate Regulationg (Cont'd}
SSOURI
(Reserved for Future Use) Pl]b“c sléﬂ[‘vice cﬂmmw
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4. W D E.

{Cont'd)

4.5 Rate and Charge Regulations (Cont'd)

REGEIVED
FEB 17199

4.5.2 Rate Requlatjong (Cont'd)
() (Reserved for Future Use) MISSOURI
| ommission
(c) (Reserved for Future Use) PUbl.c SBWIOB c
(D) (Reserved for Future Use)
(E) Chapnge of Switched Access Tvpe
Changes frcm one type of Switched Access to another will be treated as
a discontinuance of one type of FIA and start of another. The Initial
Ordering Charge - Switched Access will apply, with the following
exception. When a customer upgrades a FGA, FGB, or FGC to a FGD at the
same first point of switching, the charge will not apply. If however,
optional features are added to the service at the time the conversion
takes place, the Subsequent Qrdering Charge - Switched Access for these
additions will apply.
(F) Moveg
A move involves a change in the physical location of the point of
termination of Switched Access. The charge for the move depends on
whether the move is within the same CDL or to a different CDL.
APR 1199
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FACILITIES FOR INTRASTATE ACCESS

. 4. SWITCHED ACCESS (Cont'd) REGE'VED

4.5 Rate and Charde Regulations (Cont'd}
FEB 71995
4.5.2 Rate Regqulationg (Cont'd)

(F}  Moves (Cont'd) Public SgMSSOURI
{1)  Same CPL tvice Commission

When the move is to a new point within the same CDL, the Subsequent
Ordering Charge - Switched Access in 4.6.1(B) will apply. There
will be no change in the minimum period requirements.

(2) A Different CDL

When the move is to a different CDL it will be treated asz a
disconnect and an installation of Switched Access. The Initial
Ordering Charge - Switched Access, as specified in 4.6.1(B) will
apply to the Switched Access, installed at the CDL. A new minimum
period will also be established for the installed Switched Access.
The customer will remain responsibie for all remaining minimum
period charges associated with the disconnected Switched Access.

(G) ignald s 7 7l Out o igna

{1) Subsequent QJrdering Charges - Switched Access will apply for a
change in FGD switched access and 300 SAC Access signaling from
multifrequency address signaling to S87 oOut of Band Signaling
except as specified in 4.5.2(G} (1).

{2) Switched access ordering charges will not apply if Calling Party
Number (CPN) Parameter, Carrier Selecticn Parameter (CSP), and/or
Charge Number {(CN} Parameter are ordered at the same time as S87
Cut of Band Signaling is ordered in conjunction with FGD.
Subsequent Ordering Charges - Switched Access will apply if these
cptional features are ordered subsequent to the provision of S&87
Cut of Band Signaling.

() 00 D a

Query usage charges for 800 Data Base Query Service shown in 4.6.3 (A}
apply as feollows:

(1) A Basic B00 Data Base Query charge will apply fer each basic 200
call query received at the Telephone Company's 800 data base. Per
guery c¢harges are accumulated cover a monthly period and billed to
the customer cn a monthly basis.

(2} A Premium 800 Data Base Query charge will apply for each premium
800 call guery received at the Telephone Company's 800 data base.
Per query charges are accumulated over a monthly period and billed

to the customer on a monthly basis.
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. 4. .S_JHIT EMA QESE {Cont'd} FE‘:B 7 1095

4.5  Rate apd Charge Requlations (Cont'd)
. , AISSOUR]
4.5.2 Rate Requlatjions (Cont'd) Puhnc‘-‘»ewzce Gommgse;on
{1 W i e F a

The customer will be notified by the Telephone Company to increase its
capacity when excessive trunk group blocking occurs on groups carrying
FGB, FGC, FGD or SAC Access Service traffic and the measured access
minutes for the Daily Busiest Hour exceed the capacity purchased.
Excessive trunk group hlocking occurs when the blecking threshelds stated
below are exceeded. They are predicated on Daily Busiest Hour
measurements for four contiguous weeks using the five highest traffic days
of the week, excluding naticnal holidays. The Telephone Company will not
bill the customer a Network Blocking Charge if an ASR for additional
capacity is received by the Telephone Company within 15 days of the
notification. If an ASR is not received within 15 days of notification
the rate in 4.6.1(D), will apply when (1} the Dajly Busiest Hour average
blocking for the four contiguous weeks exceeds the threshold lewvel and (2)
the average originating or two-way usage measured for these same hours
exceeds the Switched Access capacity purchased.

Blocking Thregholds
Trunks in Servige 1% 1/2%
1-2 .70 . 045
3-4 . G50 .Q3as
5-§ . 040 .028
7-or more .030 .020

The cone percent blocking threshold is for FGB, FGC and SAC Access Service
transmission paths carrying traffic between a CDL and the first point of
switching, or FGD transmission paths carrying traffic direct between a
ChL and an end office. The one-half percent blocking threshold is for
FGD transmission paths carrying traffic between a CDL and an end office
via an access tandem.

(J) Det i i £ a r Mixed ersta and tra te

Switched Access

When mixed interstate and intrastate Switched Access Service is provided,
all charges will be prorated based on the jurisdictional disrriburion of
access minutes as in 4.3.2 and 4.3.3. The portion of a Switched Acgess
Service to be charged as intrastate is determined in the following
manner:

Multiply the percent intrastate use times the total usage, either
measured or assumed, rounded to whole accegs minutes times the
appropriate tariff rate element.

(§:9] Loc ial- ices

Customer will be billed charges for terminating Switched Access calls to
certain community information services, for which rates are applicable
under the Telephone Company General and/or Local Tariffs { .y Bg6mpial-
It Network Services). %%L ”@D
o3
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REGEIED
FACILITIES FOR INTRASTATE ACCESS o 12233

J‘II' 4.

FE3 71935
SWITCHED ACCESS (Cont'd)
4.5  Rate and Charge Requlations (Cont'd) AISSOUR!]
i tael
myhiic Senice Commasinn
4.5.,2 Rate Regqulations {Cont'd} ’ N

(L) Rirectory Aggistance

Terminating Switched Access calls dialed to Directory Assigtance will be
rated under the applicakle rates for the Switched Access in 4.6. 1In
addition, the charge per call to Directory Assistance in the Telephone
Company General and/or Local Tariffs may also apply.

(M) (Reserved for Future Use)
(N) ¥ iptj T1 513 i t
(1) D inati mi

Switched Transport, End Office Switching and the Information

Surcharge rates are applied as premium rates as set forth in 4.6.
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FACILITIES FOR INTRASTATE ACCESS

4. SWITCHED ACCESS (Cont'd) FEB 7 ‘EQQS
4.3 Bace and Charge Requlations (cont'd)
4.5.2 Rate RequlaCiong (Cont'd} RﬁiSSOUR]
() Description_and Applicacion of Rates (Conct'd) Pyhiic Service Commizsion
(1) Determipation of Pyemiym fates (Cont'd)

The specific application of premium rates for a specific customer is
dependent upon the feature group and the availability of equal access
capabilities in the end office or the WATS Serving Office to which the
gervice is pravided.

Premium rates apply to all FGC and FGD access minutes; to all FGA, FGB and
SAC Access Service access minutes that coriginate from or terminate at end
cffices or WATS Serving QOffices equipped with equal access (i.e., FGD)
capabilities; and to all PGB access minutes that terminate at end ocffices
not equipped with equal access, when the service is provided toc customers
wha furnish MTS and WATS. Premium rates also apply to switched access
minutes that orilginate or terminate at a Mcbile Telephone Switching CGffice
(MTS0)1 directly intercommected to a Telephcone Company access tandem cffice.

Premium rates apply to all FGA, FGB and SAC Access Service access minutes
{measured or assumed) that originate from or terminace at end offices or
WATS Serving Offices which are not equipped with equal access capabilities.

Premium rates also apply to switched access wminutes of use that
originate/terminate at a MTSO directly interconnected to a Telephone Company
nonequal access type end office.

(2} Switched Transpory
The Switched Transpert is determined as follows:

(a) The Switched Transport Facility rate is applied per access minute per
airline mile for each Switched Access Feature Group type.

To determine the Switched Transport Facility airline wmileage,
distance will be measured from the wire center that normally serves
the CDL to the end office or (for WATS or WATS/type) the WSO in the
Mecess Area. The VaH coordinate mechod ig used to determine the
actual mileage as set forth in NECA, Inc.'s Tariff FCC No. 4.(*} If
the calculated miles include a fraction, the value is always rounded
up to the next full mile,

The Switched Transport Facility rate applies to the switched access
minutes of wuse that originate/terminate at a MTSO directly
interconnected to a Telephone Company access tandem or end offica.
The mileage for access is calculated on an airline mile basis, using
the V&H coordinate method, between the customers SWC and che SWC of
the MTS0.

Where Switched Transport Facility is provided by more than one
telephone company, the mileage for each will be determined as in 2.7.

LED

{(*) For intralATA LEC to LEC traffic, percentages of ownership will be determined by the V&H
coordinates lcocated in the Missouri PTC Plan IntraLATA Database.

ApR—1 1885
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REGEIVED
FACILITIES FOR INTRASTATE ACCESS | Eﬂ‘

. 4.  SWITCHED ACCESS (Cont'd) FES 71998

4.5 Rate apnd Charge Regulations {Cont'd) Rmssuurnni o
4.5.2  Rate Regulations (Cont'd) Pybilp Service CommIssior
(¥)  Desgription and Application of Rates (Cont'd)
{2)  Switched Transport {Cont'd)
(a) {cont ' d)

When a non-AT&T CDL is within five miles of an AT&T Class 4
cffice, the Switched Transport Facility mileage for a call
which is carried over Switched Access Service, originating
or terminating through an end office switch, shail be the
distance as would be determined from that end office switch
to the wire center for that AT&T Class 4 office unless the
cugstomer specifies that for an entire LATA it wants all
measurements determined from its wire center. This
designation {i.e., which wire center to use in calculating
mileage) may be changed conly once in any 12 month period.
Such change will be made witheout charge(s) to the customer.

The Switched Transport Facility rate will neot apply if the
CDL serving wire center and the end office are co-located
{where V/H - V/H = 0}.

(b) The Switched Transport Termination rate applies per access
minute for each termination (i.e., the first peint of
switching and the end office serving the end user) for all

. Switched Access Feature Group types. When both teyminations
are provided by the Telephone Company, the Switched
Transport Termination rate applies twice, including those
situations when the terminations are co-locatad,

The Switched Transport Termination rate applies to switched
access minutes of use that originate/terminate at a MTSO
directly intercconnected to a Telephone Company access tandem
or end office.

where the Switched Transport Facility is provided by more
than one telephone company, the Switched Transport
Termination rate applies for the termination (i.e., the
first point of switching or the end office serving the end
user) at the Telephone Company end of the Switched Transport
as in 2.7. The Switched Transport Termination rate will not
apply when the Telephone Company is the intermediate
provider of the Switched Transport Facility.

{e) {Regerved for Future Use)

1LED
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REGEIVED

FEB8 71935

Rate and Charge Regulationg (Cont'd) MISSOURI

Rate Regqulationg (Cont'd)

Public Service Commissi

Degcription and applicatjon of Rates (Cont'd)
Switghed Trangporg {Cont'd}

When the Alternate Traffic Routing optional arrangement is
provided in conjunction with Feature Groups B and D and the
end office or access tandem switch is unable to determine
the specific trunk group carrying alternate routed traffic
to multiple CDLs, switched transport access minutes will be
apporticned amcng the number of trunk groups utilized to
provide this optional arrangement. Such apporticonment will
occur through the application of Percent Traffic Routed
{PTR} values provided by the customer on the ASR. The PTR
value for each trunk group, the percentage of total traffic
to be attributed to each trunk group, will be determined by
dividing the BHMC for each trunk group by the total BHMC for
all trunk groups carrying alternate routed traffic. The
resulting percentage, or PTR value, for each trunk group
will be multiplied times the total alterxnate routed traffic
quantity to apportion usage to the individual trunk group.
This appertionment will serve as the basis for the switched
transport mileage calculation for alternate routed
originating traffic as described herein.

When Feature Group B or D Switched Access service is
terminated from multiple CDLs through an aceess tandem or is
terminated from multiple CDLs directly to an end office and
the end office or access tandem switch is unable to
determine the specific trunk group carrying such terminating
traffic, switched transport access minutes will be
apporticned among the number of trunk groups carzying such
terminating traffic. Such apporticnment will occur through
the application of PTR values provided by the customer on
the ASR. The PTR value for each trunk group willi be
determined by dividing the BHMC for each trunk group by the
total BHMC for all trunk groups cgarrying such terminating
traffic. The resulting PTR value for each trunk group will
be multiplied times the total terminating traffic¢ quantity
to apportion usage to the individual trunk group. This
apporticnment will serve as the basis for the switched
transport mileage calculation for traffic terminating from
multiple CDLs as described herein.

The PTR values as described herein must ke included on any
ASR establishing or changing any Switched Access service
arrangement requiring the use of PTRSs. The notation of such
PTR values on ASRs must indicate whether the PTR will be
used to apportion alternate routed originating traffic to
multiple CDLs or te¢ apportion traffic terminating from

multiple CDLs. The Telephone Company may conduct
verification audits, not to excesd one each year, for each
customer, and for each loraticon. Such audij be

conducted by independent auditors if the Tel p g; Company

and the customer, or the customer alone, Ei ?; ling to pay

the expense. APR { 13= .g

4. SWITCHED ACCE3ZS (Cont'd)
4.
4.5.2
{N}
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FACILITIES FOR INTRASTATE ACCESS

R A ITERY
eI Bl g
. 4. SWITCHED ACCESS {(Cont'd)
FE3 71995
4.5 Rate angd Charge Requlationg (Cont'd)
4.5.2  Rate Requlations (Cont'd) AMISSOUR!

Public Service Commiasion
(\) Degcription and Apolication of Rateg (Cont'd)

(3 Extended FGA Terminating Traffic
(a) For calls established on a 1+ or expanded seven digit

meagured calling basis, outside the specific FGA Access
Area, however inside the LATA, in conjunction with
terminating FGA traffic to an end office equipped with Equal
Access capabilities, the following rates apply:

- for sach access minute of each such call, the premium
rates per access minute for End Qffice Switching, in
4.6.3, and the Information Surcharge in 4.6.4.

- for each access minute of each such call, the premium
Switched Transport Facility rate per access minute
per airline mile in 4.6.2(A).

For calls established on a 1+ or expanded seven digit
measured calling basis, outside the specific FGA Access
hrea, hnowever inside the LATA, 1in conjunction with
terminating FGA traffic to an end office not equipped with
Equal Access capabilities, the following rates apply:

- for each access minute of each such call, the premium
. rates per access minute for End Office Switching, in
4.6.3, and the Informaticn Surcharge in 4.6.4.
- for each access minute of each such call, the premium
switched Transport Facility rate per access minute
per airline mile in 4.6.2(A).

The rates for terminating FGA calls established on a 1+ or
expanded seven digit measured calling basis in the preceding
paragraphs are in addition to the applicable FGA rates
charged within the Access Area for each such call.

{b) When FGA terminating traffic is extended outside the LATA,
as in 4.2.4(B) (6) Switched Access rate elements in 4.6.3 and
4.6.4, will bhe billed to the FGA customer for the
terminating interLATA access funection provided via the FGA
connection, and Switched Access rate elements, in 4.6.2(A)
and(B}, 4.6.3 and 4.6.4, will be billed to the IC providing
the interLATAR service to the FGA customer for the
originating interblATA access function.
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